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INTRODUCTION 


This annotated bibliography is the result of a literature 
survey conducted for the National Aeronautics and Space 
Administration, Lewis Research Center (NASA/LeRC) under Project 
8680, Application of Advanced Signal Processing Concepts (ASPC) to 
Future Satellite Communications Systems. 

The objective of ’he ASPC project is to assess the application 
and performance of on-board processing techniques and technology to 
comiaunications satellites which will serve a wide range of users 
during the 1980-2000 period. As part of this study a survey of the 
technical literature covering on-board satellite processing and 
related areas was made and published as WP-21962 in October 1978. 
Additions to the list were made during the course of the ASPC study. 
This document is the complete bibliography. 


Abramson, N. , Packet Swi Lching J^ich Satell ites , National Computer 
Conference, 1973, pp. 695-702. 

Technological advantages of a packet switching system are 
explained and operational advantages of a public packet switched 
service are described. 


Abramson, N. , Pa cket Switching w ith Satel lites , AU-761 544, 
University of Hawaii, NTIS, March 1973. 

The beginning of the 1970' s witnessed the establislunent of new 
forms of computer-communication networks, with clear advantages over 
the voice oriented point-to-point, channel switched networks of the 
1960's. This paper describes some of the most important properties 
of these new networks, packet switching, bilateral broadcasting and 
burst random access capabilities. The advent of easily available, 
inexpensive satellite communications gives added importance to these 
properties and promises added capabilities for computer- 
communications in the future. In this paper we provide a 
theoretical framework from which we can derive the capacity, delay 
and average power of these new forms of communication. Finally, we 
describe how these forms of communication might be employed in some 
of the planned U.S. domestic satellite systems to provide a public 
packet switched service. 


Abramson, N. , Satellite Packet Broadcasting to Very Small Earth 
Stations , TN 38-75, Defense Communications Engineering Center, 
September 1975. 

This report analyzes the throughput of an ALOHA channel when 
compared to a conventional satellite point-to-point channel of the 
same average power. Results show that the limit of large numbers of 
small earth stations, the ALOHA throughput reaches 100% of the 
point-to-point capacity. 


Abramson, N. , Satellite Trends and Defense Communications , TN 20-76, 
Defense Communications Engineering Center, June 1976. 

This report examines some of the long term trends in the 
economics of satellite communications networks and how these trends 
are reflected in the architecture of these networks. These trends 
are examined using data obtained from the INTELSAT series of 
commercial communications satellites and their effects on military 
satellite networks are also indicated. 
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Acampora, A. S., Reliability Considerations fo r Multiple-Spot-Beam 
Communication Satellite s, The Bell System Technical Journal, Vol. 
56, No. 4, April 1977, pp. 575-596. 

Reliability considerations associated with multiple-spot-beam 
satellite systems are explored. If each coverage area is serviced 
by a single transponder, then loss of transponders due to failure 
eliminates all service to the areas covered by those transponders. 
Thus, failures are quite costly compared to a system employing 
global coverage with multiple transponders, where a limited number 
of transponder failures results in a slight increase in the traffic 
demand upon the survivors. Since the total orbital weight of a 
satellite is fixed, any redundant hardware deployed to improve 
reliability reduces the number of active transponders that can be 
supported and a highly efficient redundancy strategy must be 
employed. Passive standby redundancy with complete spare 
interconnectivity is studied and appropriate reliability formulas 
are derived. Finally, a specific satellite concept dominated by 
final power amplifier failures is studied in detail in this paper. 


Acampora, A. S., and Davis, B. R. , Efficient Utilization of 
Satellite Transponders Via Time-Division Multibeam Scanning , The 
Bell System Technical Journal, Vol. 57, No. 2, October 1978, pp. 
2901-2914. 

The space segment of a satellite system is proposed wherein a 
fixed number of identical transponders are shared among a larger 
number of spot beam regions, thereby establishing full coverage and 
full inconnectivity. The service is matched to the nonuniform 
traffic requirements exhibited among the various spot beam regions; 
reliability can be optimized since all transponders are identical 
and each transponder is utilized with an efficiency of 100%. A 
mathematical proof is presented which shows that the traffic can 
always be assigned on a nonconflicting basis and an effective 
assignment technique is described. 


Acampora, A. S., and Gilmore, R. P. , Analog ViU'rbi Dec^iin^ for 
High Spe ed Digital Sat ellite Channels, lEKK f raiisactions on 
C 'immuni cat ions , October 1978, Volume CGM-26, No. 10, pp. 1463-1470. 

Analog means for implementing the Viterbi decoding algorithm at 
high data rates are presented. One approach employs sample-and-hold 
circuits and voltage adders to .store and update the path metrics 
based upon maximum likelihood decisions. Experimental results 
obtained from a breadboard realization of such a decoder are 
reported. An alternate approach employing tapped delay lines to 
store the analog channel waveform is also described. Analytical 
results pertaining to each unpleunentatiou are presented. 


Acampora, A. S., and Langseth, R. E., ^as^band Process^kig in a H igh 
Speed Burst Modem f or a S atellite Swi tched TDl l A Sy stem , presented at 
the Fourth International DSr Conference, 23-25 October 1978, pp. 
131-138. 

In this paper, designs for the transmit and receive signal 
processing required to implement high-speed burst modems at each 
ground station are presented. The main concern is to obtain designs 
which can be implemented with a minimum of high-speed (EU) devices 
so as to reduce design and hardware cos„s. A major consideration in 
the modem operation is to accurately synchronize it to a reference 
frame-marker broadcast by a master earth station. 


Adlerstein, S., Fiber-Optic Telecom Pushing Ah ead in Digital 
Transmission , Electronic Design 25, 6 December 1978, pp. 25-26. 

The future of fiber-optics looks very bright primarily because 
of the decreasing cost of fiber optics and the improving reliability 
and performance of digital optical-fiber transmissions. 


Adlerstein, S., Tele and Data C om m A dva nce with Digital Break- 
Throughs , Electronic Design 1, 4 January 1979, pp. 120-126. 

This paper recognizes that new hardware, software architectures 
and modulation techniques are going to come together in 1979 to help 
satisfy the personal demands pushing data-communications systems: 
more capacity and higher quality channels for less money. 
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Aein, J. M. , and Kosovych, 0. S., Satellite Capacity Allocation , 
Proceedings of the IEEE, Vol. 65, No, 3, March 1977, pp. 332 - 342. 

Several allocation strategies are investigated for sharing the 
satellite capacity among user communities requiring circuit-switched 
or store-and-forward (message switched) communication service. 
Teletraffic and queueing models are used to obtain analytical 
results by which the al’ r-i_ation strategies are compared. It is 
shown that the capacity rc .uii.ed t'' Q^oyj^e a specific grade of 
service is strongly deperidetfs. u|5t>n the particular allocation 
strategy chosen. Therefore, an allocations strategy can be selected 
which requires less capacity and hence provides more efficient 
utilization of the satellite capacity for a specified grade of 
service . 


Akima , H . Modulation Studies for Direct Satellite Communication of 
Voice Signals , OTR-76-108, PB 263 888, U. S. Department of Commerce, 
Office of Telecommunications, December 1976. 

A study has been made on modulation aspects of direct 
communication of a voice signal from a satellite to individual homes 
for purposes of natural-disaster warning, A reasonable voice 
quality required at the final destination has been determined, and 
required radio frequency signal power at the receiver input has been 
estimated. Based on this result and the available UHF signal power 
measurement result, the system margin in the power budget has been 
discussed for certain system parameter values. The system margin 
depends on several factors and the results of this study should be 
useful for such a discussion. Potential use of an existing home 
radio and television receiver as a part of the system under 
consideration has been discussed. One result of this study 
indicates that the possibility of such a use is very remote. 
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Amoroso, Frank, On the Ffl'iciont Use of Voi co-Channol Bandv;idth in 
Data Transmission, IKEE Transactions on Conummioal ion tochnology, 
Vul. CON- 15, No. .5, Octohor 19b7, pp. t)b‘)-o79. 

Alternatives to single sideband moiUilation are sought for the 
most efficient use of the voice-band channel in data transmission. 
Under a certain criterion on optimum data pulses, the direct use of 
the passband is as efficient as the conventional use of single 
sideband which converts the available passband into an apparent low 
pass channel. With the simultaneous practical constraints of 
distortionless transmission, strict passband limitation, end a 
spectrum free of discout inai t ies , the principles of pulse-shaping 
used at lowpass are also appl liable lor a passband. A class of 
bandpass pulses is derived which achieves, in addition, a first 
order immunity to timing jitter in the receiver clock, an important 
property for multilevel PAM systems. Extension to passband is 
discussed for duobinai'y transmission. 


Arnold, H. W. , An EfJ’u'jent Digital Satellite Techn ique for Serving 
Users of Differing Capacities, presented at the ICC '77, June 12-15, 
1977, pp. 116-120. ^ 

This paper considers problems of efficiency in tir:e-di vision 
communications satellite systems serving users with differing total 
capacity needs A traffic model is used to illustrate the disparity 
in user sixes expected in large multi-user systems. Present time 
division systems are shown to use time and bandwidth inefficiently 
under these conditions. A method is proposed for improving this 
efficiency through division at the satellite of the traffic from 
higher-capacity users into smaller equal-capacity subchannels. 

After switching in the satellite, these subchannels are recombined 
for transmission to the hi ghei— capaci ty users and sent unchanged to 
users of lower capacity. This technique allows full time occupancy 
of all channels, minimizing bandwidth and power requirements. 
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Baldprston, J. M. , Multiple Access T(!lep)hoiiy for aii Australi ui 
Satell ite System, Case SSOOS, Report No. 6811, Australian Post 
Office Research Laboratories, June 1973. 

Multiple access telephony is a service intermediate between 
high capacity trunk telephony and single channel remote subscribers 
telephony which can extend the coverage and flexibility of a 
communications satellite system. This paper discusses multiple 
access systems and techniques, drawing on previous studies by 
overseas organizations as well as calculations based on parameters 
which might apply to an Australian system. Topics cov<>red include 
descriptions of possible multiplexing modulation, and multiple 
access methods, channel capacities for a number of systems, 
interference and network control consideratioius and relative costs. 
It is concluded that, depending on factors outside the scope of the 
paper, the most desirable system could be conventional FDM/FM/FDMA, 
a TDMA system or single channel per carrier FM or PCM. 


Balds, J. W. , and Amey, Daniel I., New Chi p C a rri er Concepts will 
!.mpact LS I Bas ed Designs, EDN, 20 September 1978, pp. 119-126. 

This article details the effort based on a proposal by Sperry 
Univac to market a square format similar to the chip carrier. Some 
of the project's pertinent background and an update on the newest IC 
packaging schemes are discussed. 


Barnla, J. D., and Zitzmann, F. R. , Digi ta l Communicati o ns Satellite 
Sys te m of SBS , EASCON '77, 26-28 September 1977, pp7-2A/9. 

Satellite business systems will implement a domestic satellite 
system that will provide private-line switched networks for 
integrated voice, data and image services. The SBS system will 
employ all digital transmission in the 12 and 14 GHz bands. Each 
network will have dedicated full-period capacity for integrated 
services and on-demand (per call) satellite capacity for high-speed 
digital services. The system features five and seven meter antennas 
located on customer premises, demand assignment (DA), time-division 
multiple-access (TDMA) and two in-orbit satellites designed for 
space shuttle launching. 
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Bedrosian, Edward, Spectrum Conserv ation by Efficient Cha nnel 
Utilization , IEEE Communications Society Magazine, March 1977, pp. 
20-27. 


The growth of the communication industry has resulted in ever- 
increasing demands on the radio spectrum. This, in turn, has 
spurred the exploitation of previously unused frequency bands and 
the development of technqiues for making better use of those already 
available. In this paper, spectral utilization is examined using 
the information-theory techniques of Shannon. The power bandwidth 
tradeoff for the ideal channel is established and the performance of 
practical analog and digital modulation techniques is compared with 
this ideal. It is shown that well-designed systems tend to operate 
near the "knee" of the power-bandwidth tradeoff curve for the ideal 
channel and that they are frequently within 10 dB or less of the 
performance of the ideal. 


Beirman, Howard, Optical Communications: Seasoned Systems 

Complement and Compete wi t h Microwave Methods , Microwaves, November 
1978, pp. 69-75. 

A staff-written report surveys advances in sources, fibers and 
applications and discovers some of the similarities between optical 
and microwave transmission systems. In the last decade, microwave 
and millimeter wave communication systems have reached plateaus and 
have become widely accepted. 


Belew, W. W. , et al.. The Public Health Service - Communications 
Technology Satellite System Evaluation Plan , MTR-7463, The MITRE 
Corporation, December 1976. 

This report presents the System Evaluation Plan for the Public 
Health Service Communications Technology Satellite program. The 
Lester Hill National Center for Biomedical Communications engaged 
the METREK Division of the MITRE Corporation to develop this plan to 
evaluate the application of broadband communications systems for the 
dissemination of biomedical information. The emphasis of this 
system evaluation is to be on a comparison of broadband systems with 
other systems as a means of communication for purposes of health 
education and research dissemination, both for use in 
experimentation and as possible operational delivery systems. 
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BeiUHle'tto, S., lUght'ri , K., and Datlara, n , ''-n i f ut 
Multih'vel Hasidumd Digital Systfins in a NuniiiuMr Kiivi ronnu*at , IEEE 
Tx-aiisact ioriH on Eoiniimnii at nms , Oi tobnr pp. Ih)i)-n75. 

A }»nnd deal ol t'ljoit has been spent, in the past lew years, tu 
devise numeriial alyorithms tor evaluatinj^ the pes’l oimaiiee ot 
digital conuminieat ion systems uver noisy liiu'ar ehannels, i.e., in 
the presenee ot inter-symbol interferenee an- noise. This paper 
presents a method tor eoinpuling the error probability of multilevel 
baseband digital modniatiuii systems when the ihannel is nonlinear 
with memory. 


Benedetto, S., et al., Pertovmaiue I’redietion tor Digital Satellite 
Links - A Volterra Series Approach, presented at the Fourth 
Internat iimal DSC l out erence , Cd-2.S Octtdu'r 197H, pp. 7.1-BO. 

The aim ot this paper is to present an analytical treatment for 
the study ot digital satellite conumini cat ion systems operating over 
a nonlinear channel, ‘'’he ertects oi a nonlinear amplifier located 
in the satellite are s .nsidt'red in combination with those iif 
transmitting and receiving filters locateil in the earth stations. 

In addition, both uplink and downlink noise are taken into account. 
The method proposed here is based on a Volterra series 
representation of the overall channel. This techniipie is applieil to 
the prediction of the performance of a coherent PSK channel , and 
some numerical examples are worked out. 


Berger, H. L. , and Poxa, H. B. ; Characterizat ion of High-Rate QPSK 
Cha nne l with Adaptive Eipia I i zat i on , IEEE Transactions on Aerospace 
and Electronic Svstems, Vol. AES-14, No. 1, January 1978, pp . 1!>1- 
157. 


A computer simulation model capable of predicting the 
performance of a high-data-rate end-to-end communication system with 
adaptive equalization is described in this paper. The model is used 
to characterize the behavior of NASA's proposed tracking and data 
relay s.ateiiite system (TDRSS), while accounting for signal 
distortion effects due to operational conditions and the required 
hardware components necessary to fulfill mission objectives. 
Specifically, the performance of the TDRSS high-data-rate link (300 
Mbps) is defined, both with and without adaptive equalization. 


Berry, L. A., Output Oriented Me a su res of Spe ctrum Efficiency, 
Symposium Record, international Symposium on KTectromagnetic 
Compatibility, 13-15 July 1976. 

There is no generally-accepted definition of spectrum 
efficiency or a measure of spectrum efficiency. The CCIR has called 
for such a definition. Several definitions have been proposed for 
special cases, with more or less specificity. These have taken one 
of two general forms. The first is called the output/input measure 
and the other is the ideal/input ratio. The purpose of this paper 
is to_ argue that the output/input measure is preferable, primarily 
because it is more meaningful and easier to justify to non- 
specialists (non-engineers, non-spectrum managers). It is also 
easier to compute than the ideal/input ratio, and gives the same 
relative answer. 


Berry, L. A., Probabilistic Tradeoffs for E fficient Spe ctr um Use 
with a 'CB' Example , PB-266669, Off. of Telecommun. , U. S. Dept, of 
Commerce, April, 1977. 

The aggregate statistical performance of communications systems 
in congested radio environments is analyzed as a function of the 
distribution of equipment in frequency and in space, the technical 
characteristics of the equipment, and the environmental effects on 
transmission loss and noise. All these parameters are assumed to be 
known (but not necessarily normal) statistical distributions and the 
complex interactions between them are expressed as joint and 
conditional probabilities, A computer program which implements the 
analysis is applied to a study of the Class D Citizen's Band 
service. The concepts of courtesy distance and operational range 
are defined for CB, and the quantitative increase in operational 
range from increased courtesy is computed. Courteous operation can 
double the average operational range in highly congested areas , but 
has little effect in lightly used channels. Curves showing channel 
capacity as a function of the congestion and courtesy are provided. 
The increase in operational range with good adjacent channel 
rejection by the receiver is shown for communicating on channels 
adjacent to heavily used channels. 
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BitHlcrmaii, L., ami Oinui’a, J. K. , Th«> I'uiaputat i. uaJ i’lit-titl Hate lor 
Nonlim'ar ISl {^hanufis, Fiosi'iilml al tin* NTO '77, '>-7 DfHt'mlu'r 1977, 
pp 36.5/7. 

The eempulal iuiia! .-ut-oil rate ior a m>nl inear b amll iini t ed 
cliannel is derived. I'he aeuliuear bandlimited ehaiuiel is a.ssumed 
to suffer from two ludeiiendtnl noim> ‘umrees a:; it mi'ur.s in 
satellite eomnmni eat ion links. Kxpres.sioiis fur the eomputat ional 
eut-off rates .iie derived fur niemurylt'ss ami nia.ximuin likeliSiood 
receivers. Both of tin* receivers are a.ssumed to implement 
infinitely soft decision rules. 


Bobak, E. T., ami cl.ibaugii, K. G. , NATO Phase III Sat ('1 1 i tt^ Design, 
Eascon '77, September 1977 , ppl5-2A/8. 

The NATO Phase 111 Communi cat ions satellite is a new-generati on 
design developed to satisfy unique NATO rt'qui rement s . A general 
overview is presenteti to highlight the satellite system design 
features and their relationship to specific NATO requirements. 
Fallowing this gem>ral system a detailed description of each 
satellite subsystem ami technical performance characteristics of 
selected components within each subsystems are given. The 
development, (jiialif icat ion and acceptance test programs are 
described, showing the scope ami secjuence of test activities. 
Following the inplant test sequence is a description of a launch 
trajectory and on-orbit test program. In conclusion, selected on- 
orbit test parameters are presented for both the NATO ITIA and IIIB 
spacecraft . 


Bohacek, P. K. , 'Hie liii]) lenient at ion of GClS in the BelJ^ Sy^st em, 
Presented at the NI'C '78, 3-6 December 1978, paper 31.1. 

This paper describes the introduction of Common Channel 
Interoffice Signaling (CClS) into the Direct Distance Dialing (DDD) 
network. It covers the philosophy of the introduction of CCIS and 
describes the major changes that were made to various toll switching 
systems. The penetration of CCIS has begun the evolution of the 
network to the Stored Program Controlled network which will make 
many new features and services possible. 
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Bouttiaux, B. , et al., Ult ra High Sp eed C omponents for Micr owave 
M odulators , 7th European Microwave Conference (MICROWAVE '77), 5-8 
September 1977. 

The study of conductance variation is carried out in the first 
part of this work. First, an analytical approach is given to bring 
out the main physical mechanisms which occur in the active layer of 
the semiconducting structure: velocity/field effects, space charge 

effects, microwave injection and transit-time effects. A computer 
simulation is used to obtain the conductance evolution versus the 
bias voltage and to study the transient response of the component. 
Then, some theoretical predictions and experimental results are 
compared. In the second part of this work, experimental 
realizations of a microwave modulator have been carried out with 
silicon N+ N N+ components and the validity of the theory and Uie 
shortness of switching times are shown. 


Bordelon, D. L., On Signal Design by the Ro Criterion for Non-White 
Ga ussian Noise Channels , Presented at the NTC '77, December 5-7, 

'mi. 


The use of the Ro criterion for modulation system design is 
investigated for channels with non-white Gaussian noise. A signal 
space representation of the waveform channel is developed, and the 
cut-off rate Ro for vector channels with additive non-white Gaussian 
noise and unquantized demodulation is derived. When the signal 
input to the channel is a continuous random vector, maximization of 
Ro with constrained average signal energy leads to water-filling 
interpretation of optimal energy distribution in signal space. 


Bostian, C. W. , et al.. The VPI & SU ATS-6 20 GHz Depolarization 
Experiment , NAS 5-21984, September 1975. 

This report describes a depolarization experiment using the 20 
GHz downlink from the satellite ATS-6. Its contents include: (1) an 
operational summary of the experiment, (2) a description of the 
equipment used with emphasis on improvements made in the ATS-5 
signal processing receiver, (3) data on depolarization and 
attenuation in one snow storm and two rain storms at 45 degrees 
elevation, (4) data on low angle propagation, (5) conclusions about 
depolarization on satellite paths, and (6) recommendations for the 
depolarization portion of the CTS experiment. 
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Ruie, J. L. , ly Im£lementat^^^ Final Report, AFAL-TR-77-261 , TRW 
Defense and Space Systems, December 1977. 

This program emphasizes practical hardware objectives in LSI 
form for implementing digital filters as a general class of 
applications and the FFT algorithm as a specific application. Three 
LSI chip designs were completed, the SPAV for signal processing 
arithmetic unit, the SPDL for signal processing delay line and the 
SPAC for signal processing address control. The most comprehensive 
design, the SPAV, went through two design iterations and the final 
version has achieved a high degree of acceptance for general filter 
processing applications. Twenty-five chips each of the SPAV and 
SPAC designs were delivered. Fifty units of the SPDL were delivered 
as well as hardware samples of work in progress from time to time. 
Insofar as practical, universal designs were sought and believed 
achieved, particularly in the SPAV. Based on comparative studies of 
these implementations and SSI/MSI/LSI alternat.; ves , a large saving 
in board space, power and interconnections results from using these 
generic type LSI chips developed by this program. 


Burtt, J. E., et al ., Technology Requirements for Conmiunicat i on 
Satellites in the 1980' s Final Report , NAS2-7073, September 1973. 

This report defines the key technology requirements for meeting 
the forecasted demands for communication satellite services in the 
1985 to 1995 time frame. Evaluation is made of needs for services 
and technical and functional requirements for providing services. 

The future growth capabilities of the terrestrial telephone network, 
cable television and satellite networks are forecast. The impact of 
spacecraft technology and booster performance and costs upon 
communication satellite costs are analyzed. Systems analysis 
techniques are used to determine functional requirements and the 
sensitivities of technology improvements for reducing the costs of 
meeting requirements . Recommended development plans and funding 
levels are presented as well as the possible cost saving for 
communications satellites in the post 1985 era. 
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Caldecott, R. , Multifunction TDMA Techniques - Final Technical 
Repor t , RADC-TR^76~225 , ' August ''19 76’. ' 

This report presents a background discussion and general 
overview of the design of prototype equipment fabricated to 
demonstrate the feasibility of TDMA systems. Problems and options 
associated with the detsign of the equipment consisting of prototype 
TDMA modems and a satellite simulator which employs an adaptive 
null-steering array (.-\NMA) are presented in varying degrees of 
detail. Also, potential applications are identified and discussed 
briefly. As a result of the work performed during this contract it 
has been possible to definitely establish that TDMA and ANSA 
techniques are prac-tical means for improving the efficiency and 
capability of satellite relay communications systems. 


Campanella, S. J. , .Assal, V . , and Berman, A., On-Board Regenerative 
Repeater , ICC '77, June 12-15, 1977. 

This paper addresses the use of regenerative repeaters 
implemented as part of the satellite transponder system. This 
configuration is shown to significantly enhance the satellite 
performance in terms of the energy-per-bit-to-noise ratios required 
on both the up- and downlinks; consequently, it will reduce the 
amount of power needed in the earth station and satellite to achieve 
a given link performance goal. 
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Capetanakis, J. I., The Multiple Access Broadcast Channel; Protoc ol 
an d Capacity Considerations , Ph.D. Thesis, MIT, August 1977. 

The multi-accessing of a broadcast communication channel by 
independent sources is considered. Present accessing techniques 
suffer from long message delays, low throughput and/or congestion 
instabilities. The objective of this research, therefore, is to 
develop and analyze high speed, high throughput, stable, multi- 
accessing algorithms. Contention resolving tree algorithms are 
introduced, and they are analyzed for specific probabilistic source 
models. It is shown that these algorithms are stable (in that all 
moments of delay exist) and are optimal in certain sense. 
Furthermore, they have a maximum throughput of .430 packets/slot and 
have good delay properties. It is also shown that under heavy 
traffic, the optimally controlled tree algorithm adaptively changes 
to the conventional TDMA protocol. Our work is directly applicable 
to packet switching broadcast networks, in which packets might 
contain data from such sources as computer, teletype terminals and 
vocoders. However, our results may also apply to more general 
systems, in which a central facility is iccessible by a number of 
independent users. If the number of usr.rs that can be serviced 
simultaneously is less than the number that can demand service, the 
techniques developed here can be used _o ’'esolve the resulting 
contentions . 


Castagne' , R. , et al., Subnanosecond Operation of a Microstrip 
Optoelectric Switch , Presented at the 7th European Microwave 
Conference (Microwave -77), 5-8 -leptember 1977 , page 522. 

Experimental results and a theoretical model concerning 
optoelectric switches are reported. These devices mainly consist of 
a microstrip line, deposited on a high resistivity semiconductor. 

The upper layer generates an electron hole plasma of high density 
near the semiconductor surface allowing the signal transmission 
across the gap. 
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Caughlin, J.B., et al., C^-cuit Tetjini<j[ues for Gi gabi t/s D igi tal 
Communic a tion Systems, 7th Kuroiiean Microwave Conference (MICROWAVE 
'77), 5-8 September 1977. 

This paper describes how monolithically integrated transistor 
pairs are used as hybrid circuit components to produce Gbit/s 
performance in digital communications equipment. The transistor 
technology results in a peak fT of 5GHz and includes gold beam-leads 
for easy circuit assembly. When used as current mode switches the 
pairs exhibit propagation delays and edge times of 350 ps. The 
circuit technique is demonstrated in a number of key functions for 
regenerative repeaters and terminal/test equipment. These include 
clock extraction (phase detector), data regeneration (decision flip- 
flop), and multiplexing, all performing at 1 Gbit/s. The multiplex 
is used to serialize four lower speed data streams generated from a 
commercially available logic family and it is concluded that a new 
Gbit/s logic family may be unnecessary for this application. 


Chakraborty, D., et al . , Digital Modem Design f or Non lin ear 
Satellite Channels , Presented at the 4tii International DSC 
Conference, 23-25 October 1978, pp. 123-130. 

This paper addresses the elements affecting the degradations 
associated with high-speed 4 phase PSK signals transmitted through a 
band limited nonlinear satellite environment with more than one 
nonlinear element in tandem. Optimization of modem design in a 
nonlinear environment includes the following strategies: selection 

of an optimum modulation format (e.g. , QPSK, OQPSK and MSK) for a 
given band limited constraint selection of a channel filter 
combination for the optimum modulation format, sensitivity of 
synchronization loops in a nonlinear environment, optimization of 
the power-bandwidth tradeoff and operating points of the nonlinear 
elements for a given class of satellite link, and finally a 
feasibility study of adaptive equalization in a nonlinear 
environment . 
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Christopher, J. and Greenspan, D. , RCA Satcom Communication Sys t ems , 
RCA Comm. Inc., EASCON '77, 26-28 September 1977, pp7-4A/5. 

RCA American Communications has introduced a number of 
innovative domestic satellite communication services increasing 
versatility and bring down the cost of long-haul message and 
broadcast transmission facilities. This was made possible to a 
great extent by a number of forward-looking system design descisions 
which included the first commercially-funded development of an 
advanced launch vehicle and the first launch of a 2A-transponder 
frequency reuse satellite. This paper summarizes the current mix of 
RCA Satcom Communication services and systems and discusses some of 
the highlights of the spacecraft and launch vehicle. 


Ciesluk, W. J. , A dvanced Satellite Repeater Techniques for N ets 
Comprising Differen t Te rminal Classes , MTP-132, The MITM 
Corporation, September 1971. 

This paper considers advanced satellite repeater techniques and 
evaluates their suitability for achieving net control in an 
interference environment, intentional or otherwise. Techniques such 
as channelization, steerable narrowbeam antennas and satellite borne 
signal processing are examined for both SHF and UHF frequency 
alternatives. The results quantify the trade-offs which can be made 
in defining advanced communication satellite systems and are 
extensive enough for evaluation of a large class of satellite 
communication links. 


C ommon Channel Interoffice Signaling , The Bell System Technical 
Journal, Vol, 57, No. 2, February 1978, pp. 221-478. 

This issue of the Bell System Technical Journal is devoted to 
Common Channel Interoffice Signaling (CCIS) . This is a new 
interoffice signaling system which was introduced into the Bell 
System's Direct Distance Dialing (DDD) toll network. It represents 
a major step forward in signaling systems by providing high speed 
data links between processors of stored-program-controlled switching 
offices to carry signaling independent of the communication paths 
used by customers. As CCIS implementation proceeds it will have an 
expanding and significant impact on DDD network system performance 
due to improved speed of signaling and provision of signals to 
provide a multitude of new network and customer services . 
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Computer Sciences Corporation, Mobile Ter mina l Acce ss to the 
Advanced Command-Control Architectural Test Bed Final Report, NOOO- 
39-75-C-0289, May l‘976." 

The purpose of this report is to define the means for 
incorporating a mobile terminal into the Advanced Command-Control 
Architectural Test Bed (herein referred to as the C^ Test Bed) using 
the existing capabilities of the Naval Telecommunications System 
(NTS) and ARPANET. 


Computer Science Corporation, Satellite Communications Reference 
Da ta Handbook , DCA 100-72-C-0002, Defense Communications Agency, 

July 1972. 

This document provides a general survey of the background and 
present status of the satellite communications field in general and 
of Defense Satellite Communications Systems (DSCS) in particular. 

The main body of the report provides general and technical data on 
the major subsystems of a satellite communications network. The 
orbital characteristics of the spacecraft and the performance 
characteristics of the satellite transponder are explained. The 
characteristics of earth terminal receivers and transmitters are 
also covered. An explanation of the basic principles of multiplex, 
modulation, coding and multiple access techniques is provided and 
applied to satellite communications. The basic parameters and 
essential formulas for understanding the analysis and engineering of 
satellite links and system follows. A series of appendices provides 
reference data directly relating to the DSCS. This includes 
descriptions of DSCS Phase I and II satellites, of various DSCS 
earth terminals (on hard and under development) and a description of 
the past, present and proposed phases of the DSCS. Also provided is 
data on future trends in the satellite communications field and 
numerous nomographs and tables that are helpful in analyzing 
satellite communications engineering problems. 
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Cook, C. E., L ine ar FM Signal Forma ts for Beacon and Communications 
Sys tem s , IEEE Transactions on Aerospace and Electronic Systems , AES- 
le, NoV 4, July 1974, pp. 471-478. 

This paper examines the capabilities of the class of linear FM 
spread-spectrum signals within the context of potential 
communications systems usage in order to establish some performance 
criteria and bounds that permit comparison with other spread 
spectrum formats. A systematic basis is provided for parameter 
selection for this class of signals by examining the interaction 
among the frequency-modulation indices, time-bandwidth product, and 
cross-talk criteria that determine the number of effective linear FM 
signals (or channels) that can be used within the constraints of a 
bounded time frequency region. A general expression is derived 
rc?lating N, the number of useful signals, R^, a cross-talk 
parameter, ToWo, the mean time-bandwidth product and umax, and 
umin, the maximum and minimum FM rates of the signal set. Canonic 
signal processor structures are described for ensembles of linear FM 
signals that have either constant duration or constant bandwidth. 

It is then shown that the signal modulation format can be modified 
in accordance with classical paired-echo theory to expand the 
utility of this class of signals in both synchronous and 
nonsynchronous operations to yield the equivalent of time-division 
and code multiplexing. Possible application for this signal format 
is discussed. 


Cooperman, R., and Dobyns, T., A Distribution Control Unit for 
S atellite Switched Communications , presented at the International 
Telemetering Conference, October 10-12, 1972, pp. 26-31. 

The next generation of commercial communications satellites 
strongly indicate the desirability of using highly directive 
multibeam antennas to increase channel capacity. This antenna 
configuration allows multiple access via space division and 
frequency sharing through the isolation inherent in the directive 
multi-beam antenna. Coupling this technique with a satellite-borne 
programmable communications distribution subsystem results in a 
highly efficient system. 
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Coughlin, J. B., Circuit Techniques for Gigabit/s Digital 
Communication System s , Presented at the 7th European Mi crowave 
Conference, (MICROWA^-77) , 5-8 September 1977, pp. 532-536. 

This paper describes how monolithically integrated transistor 
pairs are used as hybrid circuit components to produce Gbit/s 
performance in digital communications equipment. The transistor 
technology results in a peak fT of 5 GHz and includes gold beam- 
leads for easy circuit assembly. When used as current mode switches 
the pairs exhibit propagation delays and edge times of 350 ps. The 
circuit technique is demonstrated in a number of key functions for 
regenerative repeaters and terminal/test equipment. These include 
clock extraction (phase detector), data regeneration (decision flip- 
flop), and multiplexing, all performing at 1 Gbit/s. The 
multiplexer is used to serialize four lower speed data streams 
generated from a commercially available logic family and it is 
concluded that a new Gbit/s logic family may be unnecessary for this 
application. 


Crane, Robert K. , Prediction of the Effects of Rain on Satellite 
Communication Systems , Proceedings of the IEEE, Vol. 65, No. 3, 

March 1977, pp. 456-474. 

The major propagation effects for satellite communication 
systems operating above 4 GHz are caused by rain. With the possible 
exceptions of depolarization and multiple scattering at frequencies 
above 20 GHz these effects may be calculated if the distribution of 
rain intensity is known in both time and space. The major effects - 
attenuation and interference - require information about path and 
volume averaged rain intensities. Current prediction models are not 
capable of adequately estimating the statistical distributions of 
path and volume averaged values. Radar observations could provide 
the required data. The best information currently available for 
modeling these distributions are statistical cell or storm models 
derived from radar observations. 
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Cuccia, C. L. , Communica Li ons Satel lit e Technologies in the B^arly 
Tweuty-First -Ce ntury - A Projection into the Fost I nttd sat-V E ra , 
IAr-77“34, Ford Aerospace and Communications Corporation, 
International Astronautical Federation, Sept. 25 - Oct, 1, 1977. 

This paper discusses a multiple beam antenna satellite system 
using baseband switching and demodulations and remodulation 
technologies which will make these satellite concepts possible in 
the time scale. It presents candidate designs for large multiple 
beam satellites which can be assembled in space, and points up 
unique advantages of very large parabolic antennas in multiple-beam, 
multiple-horn systems which achieve required beam EIRP by use of 
gain achieved by use of large antenna structures, rather than the 
development of on-board high transmitter power as originally pointed 
out by Morgan and Podraczky of Comsat. The designs of these high 
capacity satellites are evolved from current projections of both 
international and domestic traffic and communication systems and 
include critical aspects of spectrum conservation. 


Cuccia, C. L. , Modern Transponder Technology for Baseli n e Designs of 
Data Processing and Switching Communication Satellites , IAF-76-190, 
Aeronutronic-Ford, lAF, Oct 10-16, 1976. 

Heavy route communication satellites for the 1980 's will employ 
spot-beam downlinks to key communications switching centers and will 
process and route information transmitted uplink onboard the 
satellite to the antennas for transmission to various destinations. 
Such a satellite will function as a "switch board in the sky" and 
will primarily use time-multiplexed signal techniques such as TDMA 
in combination with switch transponders or switched beams to perform 
the routine functions. Many concepts have been developed during the 
last decade for ways that a SS-TDMA satellite can be switched, 
including onboard translation, onboard regeneration and store and 
forward modes of operation. This paper will review the types of SS- 
TDMA switching satellite systems proposed and the new component 
technologies which can now make these satellites technologically 
possible . 
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Davies, R. S., Use of a P ro cessing Satellite for Digi tal Dat a 
T ransmi ssion B etween Low Cos t E arth f e rmi na Is , Ford Aerospace and 
Communications Corporation, 1977. 

When considering the cost of implementing a coimnuni cation 
satellite system employing thousands of user terminals, it makes 
sense to look at configurations where the user terminal is extremely 
simple, low cost and easy to operate, even at the expense of making 
the satellite onoce complicated. Predicted advances in technology 
make possible tna realization of practical satellite designs where 
data is demodulated, processed and retransmitted to ground. The 
impact of this new satellite technology on packet communication 
systems is discussed. 


Deal, Joseph H. , Study of Functional Requireme n ts for Deman d 
As signed SHF TDMA Modems , DAAB 67-74-C-b204, Communications 
Satellite Corporation, May 1975 . 

The objective of this paper is to establish the operational 
requirements and to perform a system trade-off analysis to determine 
the characteristics of a demand -as signed SHF time-division multiple- 
access (TDMA) modem. This introduction presents a statement of the 
problem, a discussion of the method of approach and an outline of 
the organization of the report. 


Deal, Joseph, et al . , A Demand Assignment T ime Division Multiple 
Access System for Military Tactical Application, presented at the 
ICG '77 June 12-15, 1977. 

Demand-assignment time-division multiple-access (DA-TDMA) 
offers distinct advantages in terms of traffic capacity and network 
flexiblit’, .i»at make it a prime candidate for application to 
tactical military communications. In particular, a single-channel- 
per-burst (SCPB) DA-TDMA system is compatible with both the tactical 
communications requirements and the tactical satellite 
communications systems. This paper describes the capacity 
modulation and coding schemes, frame and burst formats, data 
buffering timing and control, and synchronization methods of a 
candidate DA-TDMA system. 
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Dehart, W. D. , Advanced Concepts for Sate lli te Conunun icati ons 
Systems, iiaper no. 70-491, presented at the AIAA 3rd CSS Conference, 
April 6-8‘, 1970, 

This paper examines system concepts made possible by the use of 
digital techniques in communications satellites. The question posed 
is, "What are the satexlite communications needs of the future and 
what should the technical features of future satellite systems be in 
order to meet these needs?" The approach employed to answering this 
question is to postulate a generalized system requirements model 
assumed valid for the 1975 through 1980 time frame and examine 
certain advanced concepts against these requirements. Advanced 
concepts are defined technically in terms of the amount of change 
introduced to a system and the effects of these changes. Time 
division multiple access, narrow steerable beam antennas and 
satellite-to-sateilite communications are assumed to be established 
technology, as a result of presently scheduled R&D. The paper 
concludes with suggested guidelines for technology de^^elopment that 
will improve satellite communications. 


DeRosa, J. K. , Control in a Demodulating Satell i te with FDMA Uplinks 
a nd TDM Downlinks , Lincoln Laboratory, Draft 1, 25 April 1977. 

This paper discusses some general control aspects associated 
with a proposed GPSCS (General Purpose Satellite Communications 
System) architecture. The system is characterized by the following 
properties: About 100 FDMA UHF uplinks; SHF to UHF crossbanding; 

frequency hopped uplinks; on-board dehopping, nulling and 
demodulation; and a few TDM downlinks. The control aspects to be 
highlighted deal with Satellite Control, Communications Control and 
Network Control. 


DeRosa, J. K. , Pack e t Switc h ing i n a Proces sing Sa tel lite , IEEE 
Proceedings, Vol. 66, No. 1, January 1978, pp. 100-102. 

This brief note represents a simple but significant change in 
the thinking that is applied to satellite packet switching. It 
demonstrates that in a processing satellite there is no fundamental 
limitation to the efficiency and throughput of packet switching 
systems. With a minimal impact on spacecraft weight and power, 
throughput is increased by providing more capacity on the uplink 
than on the downlink. Efficiency is increased because the power- 
intensive downlink is more fully utilized. A slotted ALOHA example 
is given to show how the performance can be made to go from that of 
conventional slotted ALOHA to that of a TDM system. Several 
possible variations and far-reaching implications are indicated. 


DeRosa, J. K. , A Digital Processing Satellite for Widely 
Disseminated Telecommunications , Proceedings First International 
Telecommunications Exposition, Atlanta, Georgia, 9-15 October 1977. 

This paper discusses some future possibilities in 
telecommunications systems with a large number of small, inexpensive 
terminals and a digital processing satellite. The logic for the 
choice of system architecture is carefully outlined with attention 
focused on the features of on-board digital processing. 

Consideration is given to circuit, packet and beam switching with a 
satellite-based micro-computer shown as the central communications 
control element. Technical details are minimized although recent 
results in bandwidth-efficient modulation and packet switching 
through a processing satellite are indicated. 


Despain, A. M., Fourier Transform Computers Using CORDIC Iterations , 
IEEE Transactions on Computers, Vol. C-23, No. 10, October 1974, pp. 
993-1001. 

The CORDIC iteration is applied to several Fourier transform 
algorithms. The number of operations is found as a function of 
transform method and radix representation. Using these 
representations, several hardware configurations are examined for 
cost, speed and complexity tradeoffs. A new especially attractive 
FFT computer architecture is presented as an example of the utility 
of this technique. Compensated and modified CORDIC algorithms are 
also developed. 
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Dicks, J . L . , Design Options for Future Communications S a tellites , 
presented at the International Telemtering Conference, October 10- 
12, 1972, pp. 880-894. 

In this paper, the INTELSAT global system of communications 
satellites network is examined with a view to determining those 
technical factors that impact on the design options of 
communications satellites of the future. The fact; - i. and trends 
expected to influence future satellite designs and configurations 
are discussed. 


Dicks, J. L., and Brown, M. P., Jr., Frequency Division Multiple 
Access (FDMA) for Satellite Communication Systems, Eascon 74, pp. 
167-178. 

Many methods of multiple access have been proposed for 
satellite communications. However, the primary mode found in 
existing systems such as INTELSAT, TELESAT, DCSC and Molniya/Orbita 
is FDMA. This paper discusses the basic engineering fundamentals of 
FDMA, its attributes and problems and specific examples of its 
application. Both multichannel and single-channel-per-carrier 
(SCPC) systems are described. Comments on future trends are also 
provided . 


Dicks, J. L. , et al.. Systems Planning , INTELSAT IV Communications 
Systems, Comsat Technical Review, Vol. 2, No. 2, Fall 1972. 

This section describes the considerations that led to the 
choice of many of the characters which were introduced into the 
satellite specification. 
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Dill, G. D. , and Ali, Z. M. , Ajiplication of Transinultiploxers at 
Satellite Earth Stations, Presented at the 4th International DSC 
Conference, 23-25 October l‘)78, pp. 225-230. 

Interconnection between digital and analog telecoinmunications 
systems can be accomplished at baseband by using the standard D-3 or 
CEPT channel banks. The conversion at the voice frequency level has 
several advantages; e.g., channel dropping, adding, or reordering, 
companding, channel interpolation, and channel test and calibration 
can be performed easily. However, conversion to baseband is not 
always cost effective. In many cases, a direct individual channel 
analog-to-iligital conversion of a multiple channel transmission 
carrier is desirable. Therefore, COMSAT baboratories has initiated 
a project and successfully developed a transmultiplexor which 
directly converts between a 60-channel frequency-division- 
mull iplexed supergroup and 60 individual 8-bit PCM, time-division- 
multiplexed channels. Tliis paper describes the design and 
applications of the COMSAT transmultiplexer. 


Dill, G. I)., Tsuji, Y. and Muratani, T. , Appiict.tiqu of SS-TDNA in a 
Channelized Satellite, IEEE International Confereiice on 
Communication 1076, pp. 51-1 - 51-5 

International telecommunication satellite systems have 
experienced a rapid growth over the past 10 years and are expected 
to continue to grow at a rapid rate over the next 10 years. To 
fulfill their future needs, new modulation and multiple-access 
techniques are being considered to meet the projected channel 
requirements beyond 1086. The use of a new more efficient 
modulation and multiple-access method has been suggested. This 
paper presents a hypothetical case for the introduction of SS-TDMA 
into the INTELSAT Atlantic region. The time of introduction, 
suggested transponder loading, and SS-TDMA switch sequences, as well 
as the number of channels requiring conversion to TDMA and the 
number of TDMA terminals required per year, are indicated. 
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Dobson, D. P. , aiid Ring, A. E., M LSI Contr olle r for Satellite 
Swi tched TDMA, Hawkor Siddeley Dynamics Limited, Stevenage, U.K., 
1^767 pp. *56-70. 

Satellite-switched time division multiple access (.SSTDMA) is a 
high efficiency technique likely to lie exploited soon in 
communications satellites. Besides needing special equipment at the 
earth stations, two major units are required in the satellite to 
complete the system, namely, a microwave switching matrix (MSM) and 
a distribution control unit (DCU) , The MSM connects any one uplink 
to any one downlink in a "telephone exchange" arrangement and the 
DCU, which can be programmed from the ground, controls the switching 
of the MSM connection patterns in real time. The DCU also provides 
the master clock for the complete SSTDMA system. This paper 
describes an implementation of a DCU using custom large scale 
integration (LSI), which employs only four chips (two each of two 
types) for the entire logic to control ati 8x8 MSM. This offers 
considerable advantages in terms of mass, power consumption and 
reliability. Some of the benefits and problems of the LSI 
implementation are also discussed. 


Dostis, I., et al., In- Orbit Testing of Com municat ions Sate llites, 
Comsat Technical Review, Voi. 7, No. 1, Spring 1977 , pp . 197-226. 

This paper describes the techniques that have been developed 
and applied by the Coimimnications Satellite Corporation to in-orbit 
testing of communications satellites. As the spacecraft complexity 
has increased over the years, the sccpc of the in-orbit tests has 
expanded significantly and the present in-orbit test techniques have 
evolved from relatively simple evaluations to sophisticated 
measurements of satellite performance. The increased test 
requirements for the recent INTELSAT IV-A and COMSTAR spacecraft, 
with their complex antenna and transponder configurations, have led, 
in an effort to .ninimize satellite test time, to the development of 
the semi-automated test setup described in this paper. The specific 
measurements described are flux density for saturation, spacecraft, 
EIRP, antenna patterns , beam isolation, gain transfer 
characteristics, gain-to-noise temperature ratio, receiver local 
oscillator frequencies, traveling wave tube turn-on transients, in- 
band and out-band frequency response and cross polarization. 
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Douville, R. J. , A 12 G Hz Low Cos t JEarth Terminal for Dii^ct TV 
Recep tion from Broadc a st Satel lites, IEEE Transactions on Microwave 
theory and Techniques, Vol. MTT-25, No. 12, December 1977, pp. lOOO- 
1008. 


A low-cost 12-GHz receiver for TV reception from high-power 
broadcast satellites is described. System designs using 0.6 and 
1.2m parabolic dishes with high-efficiency Cassegrain and prime- 
focus feed configurations have been studied. The front end consists 
of an MIC image enhanced muxer, 1.2 GHz low-noise amplifier and a 
Gunn diode LO. The signal is then fed to an indoor unit which has 
been designed using both surface acoustic wave (SAW) and lumped 
element 70 MHz bandpass filters and demodulators. Audio and video 
receiver outputs are fed directly to the baseband circuitry of a 
standard receiver. 


Drouilhet, P. R. Jr., and Bernstein, S. L. , TATS - A Bandspread 
Modulation -Demodulation System for Multiple Access Tactical 
Satellite Communication , EASCON '69 Record, pp. 126-132. 

TATS, a modulation-demodulation system for multiple access 
tactical stellite communication, is described. The modem utilizes 
coded MFSK message modulation and frequency-hopping for frequency 
diversity. The performance of the modem has been analyzed and 
measured in an extensive laboratory and field test program. 
Multiple access performance over channels disturbed by Gaussian 
noise, multipath propagation and RFI is discussed. It was found 
that interference to a TATS link caused by a large number of other 
users is approximately equivalent to that caused by Gaussian noise 
of the same power. 
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Eckhart, V.6., et. al., A Flexible TDMA Syst e m for 100/50 Mbit/s , 
FTD-HT-23- 1564-72, Foreign Technology Division, AFSC, 24 Nov. 1976. 

A TDMA system with a capacity of 100/50 Mbit/s developed in 
Germany is presented. With 25 accesses to the satellite transponder 
and 8 bit PCM encoding of speech samples the system provides for 
about 1350 speech channels (100 Mbit/s version) or for about 600 
speech channels (50 Mbit/s version). The system allows for 
direction variable speech circuits and channel capacity per earth 
station can be adopted automatically on a demand assigned basis . 

The establisliment of fairwire circuits required and the necessary 
switching function are performed in the time domain. The 100 Mbit/s 
version is provided for the experimental German-French communication 
satellite Symphonie. The 50 Mbit/s version is provided for a field 
trial with Intelsat III satellites using its television channel. 


Bavens , H. W, , Technical B a ckground of the AT&T Domestic Satellite 
Proposal , Paper No. 68-411, Bell Telephone Laboratories, AIAA C.S.S. 
Conference, April 8-10, 1968, 

Communication satellite systems must meet simultaneously 
several sets of diverse requirements. Their capacity must be 
appropriate to their era, neither so small as to be trivial nor so 
large as to be unsalable. They must conserve the frequency spectrum 
and the stationary orbit, yet compete with a well established 
terrestrial network. They may pioneer new frequency bands, but the 
risk of poor performance must be minimized . This paper describes 
and demonstrates how these factors were addressed in a communication 
satellite system designed in 1966. 
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Edelson, B. I., Satellite Communications /^cluiology, The Journal of 
Astronautical Sciences, Vol . 24, No. 3, vJiily - Se*ptember 1976, pp. 
193-219. 

The historical basis for today's communications satellite 
systems is reviewed briefly to show how technology has developed in 
the global system. Traffic demands have re(juired an ever increasing 
investment in space and ground equipment. This has been accompanied 
by substantial reduction (over 70%) in the charges for international 
teleconunimications circuits. Three generations of earth stations 
are discussed and the form of future stations is explored. 
Experiments being conducted today give a preview of future satellite 
telecommunications. In particular, higher frequencies, frequency 
reuse, spot beams and digital and time-division techniques are 
discussed as important emerging communications methods. In the 
spacecraft area improved methods of generating and storing 
electrical power and electric projiulsion are examined. New service 
offerings (maritime, remote printing, disaster services and digital 
and unattended highly reliable earth terminals) are reviewed. 

Future applications include direct satellite to user services, data 
collection and intersystem satellite links. 


Edelson, B. 1., and Pollach, L. , Satellit e Communications, Science, 
Vol. 195, No. 4283, 18 March 1977, pp. 1125-33.' 

This paper describes the advances in electronic technology 
which have contributed to growth in satellite communicato.ons . 


Eng, K. Y., and Hecht, M. , Switch M atri x for T WTA Redu n dancy on 
Communication Satel lites, Presented at the NTC '78, 3-6 December 
1978, paper 40.5. 

In this paper, various aspects of implementing switch matrices 
for TWTA redundancy have been studied. The spacecraft design 
constraints and reliability considerations often determine the 
primary configuration for which a switch network has to be designed. 
The specifics of designing a switch network have been studied using 
elementary graph theory. Some interesting rules have also been 
stated, but the general problem for a minimum solution remains 
unsolved. 
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Evans, R. 0., C omputer Technology Trends and Applications - Briefing 
Ch arts , presented at the Executive Seminar on the Impact of Current 
Trends in Computer/Coinmunications Technology, 30 January 1978. 

This document contains a set of briefing charts dealing with 
trends in computer technology. 


Feinler, E., and Dustel, J., ARPANET Protocol Handbook , NIC-7l4-Rev- 
2, January 1978. 

The ARPANET Protocol Handbook is a collection of documents that 
describe the protocols currently in use on the ARPANET Computer 
Network as of January 1978. Protocols are the rules of 
communication between processes on the network. The protocols in 
use on the ARPANET form a tree structure. The basic protocol is the 
IMP-to-Host protocol . Directly under that is the Host-to-Host 
protocol. Spreading out beneath, but still closely related are the 
process level protocols: TENLET File Transfer Remote Job Entry, and 

Graphics. Interspersed along the way are a few small protocols such 
as the Initial Connection Protocol, and the definition of the 
standard character set. 


Fletcher, J. G. , Serial Communication Protocol Simplifies Data 
Transmision and Verification , Computer Design, July 1978, pp. 77-86. 

A simple, easily-implemented protocol has been designed to 
detect and correct noise-induced errors in a bit-serial link, and to 
hold transmissions at a rate acceptable to the receiver. 


Ford Aerospace & Communications Corporation, INTELSAT V and Beyond , 
January 1978 

INTELSAT V, the most complex communications satellite built for 
the International Telecommunications Satellite Organization 
(INTELSAT), provides almost three times as much communication 
capability as its predecessor. Now that the design has matured, 
most of the risk element has been eliminated and the impact of new 
technologies can be more fully appreciated, it is time to look into 
the future and see what additional capabilities can be incorporated 
with minimal effort. 
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Freking, R. F. , Enhanced Signaling for New Customer Services and 
Network Features , Presented at the NIC '78, 3-6 December 1978, paper 
no. 31.2. “ 


The method of routing telephone signaling messages over the 
Common Channel Interoffice Signaling (CCIS) network involves the use 
of label numbers. Label numbers are pre-assigned on specific pairs 
of signaling links thereby defining paths through the network 
corresponding to voice telephone trunks. Direct signaling is 
intended to provide a more flexible method of counting messages over 
the CCIS network. A direct signaling message could be injected 
anywhere in the CCIS network and be routed properly to its intended 
destination. The signaling paths for direct signaling messages are 
not restricted to specifically preassigned signaling link pairs, or 
link complements, as is the case with messages which contain label 
numbers . 


Frenkel, G., et al., TDMA Network Control Study , Computer Science 
Corporation, August 1973. 

This report presents the results of an effort devoted to the 
development of network control techniques for a TDMA Tactical 
Satellite Communications System. The study is subdivided into two 
major phases. Phase I is devoted to the development of the network 
contro I system and the associated computer program required for its 
implementation. Real time operation of the network control system 
is possible if an experimental TDMA modem developed in a parallel 
effort is interfaced to an HP2116C computer to form the network 
control terminal. In addition to an overview of the software 
features, flowcharts and detailed functional descriptions of each 
block are generated in this phase. In this phase it was not 
possible to achieve total demand access to the system resources 
because of restrictions imposed by the existing modem design and 
limited memory size of the available computer. However, a total 
demand access capability could be realized by incorporating 
relatively simple changes to the modem and by expanding the memory 
size of the RADC HP 2116C computer. 
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Frenkel, G., and Kell, P., TDMA SAT COM S yst em Simu la tion , RADC-TR- 
77-354, F30602-76-C-0247 , Computer Science Corporation, November 
1977. 


This document is the final report on "TDMA SATCOM System 
Simulation", A series of efforts initiated by RADC since 1968 has 
resulted in concepts, hardware, and supporting software which 
represent an effective technological base required for the 
implementation of a TDMA system. 


Gabbad, 0, G., and Kaul , P., Ti me-Di vi sion M ultiple Access , F,ascon 
74, pp. 179-184, 

TDMA is an effective method of significantly increasing 
satellite channel capacity and improving satellite system 
flexibility. As a result, there is increasing worldwide interest 
and a stepped-up hardware development pace in TDMA. This paper 
discusses the principles of TDMA, its advantages, disadvantages, and 
operating modes. Also presented are typical link equations for 
satellite TD^IA transmission. 


Gaenssmantel , H. , TDMA Synchronization for Fut ure M ultitransponder 
Satell ite Co mmun i cation , presented at European Conference on 
Electrotechnics, EUROCON '74 Digest, 22-26 April 1974 (Netherlands), 
pp.Cll-3/2. 

This paper discusses the advantages of frame synchronous TDMA 
and the compensation of interpath delay differences, with a new 
initial acquisition procedure for satellite switching. 


Gallager, R. G. , A Simple Derivation of the Coding Theorem and Some 
Applications , IEEE Transaction on Information Theory, January 1965. 

Upper bounds are derived on the probability of error that can 
be achieved by using block codes on general-time-discrete memoryless 
channels. Both amplitude-discrete and amplitude-continuous channels 
are treated, both with and without input constraints. The major 
advantages of the present approach are the simplicity of the 
derivations and the relative simplicity of the results; on the other 
hand, the exponential behavior of the bounds with block length is 
the best known for all transmission rates between 0 and capacity. 

The results are applied to a number of special channels, including 
the binary symmetric channel and the additive Gaussian noise 
channel . 
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Gardner, F. M, Carrier and Clock Synchronization for TDMA Digital 
Comnumioations , European Space Ageney, TM-'169, December 1976." ~ 

This document reports on studies performed for ESTEC on methods 
and problems of carrier and clock synchronization in a TDMA digital 
communications link. It is part of a much larger series of studies 
that are preliminary to a European telecommunications satellite 
system. 


Ghosh, S., Code ConversionTechnitiues for Digital Transmissions, 
Computer Design, August 1978, pp. i03-lll. 

Systems using delta modulation techicpies are becoming popular. 
Two design approaches for converting delta modulation to pulse code 
modulation, standard format for digital transmission networks, can 
be implemented with currently available digital technology. 


Gutin, V. S., A ll^ethod of Retransmitting Si gna ls wi th Con version of 
the Type j)f Mult^lexing On-Roard the SatelJ^ite, Telecommunication 
Radio England, Vol. 31-32, No. 1, January 1977, pp. o3-67 . 

This paper proposes a method of retransmitting signals 
involving conversion of the type of multiplexing on-board the 
satellite, notably by changing from frequency multiplex in the 
earth-satellite communication section to time-division multiplex in 
the satellite-earth section. The proposed method combines the 
advantages of time-division multiplex and frequency multiplex and 
make'- it possible to eliminate some of their shortcomings. The 
noise immunity of this method is compared with that of the ordinary 
methods of frequency and time-division multiplexing. 


Harrington, E. A., Fiber and In tegrated Optics ; A New L ight o n 

Sw itch ing, Presented aT NTC '78, 5-6 December 1978, paper 47.4. 

Significant advances in fiber and integrated optics technology 
have been made in industrial and DoD research laboratories during 
the past few years. The main impact to date has been in the realm 
of the transmission plant. However, it is expected that fiber and 
integrated optics will soon be entering the switch plant. This 
paper addresses the problem of phasing fiber and integrated optics 
into the existing switching/transmission plant. The impact of fiber 
and integrated optics on switching network architecture is assessed 
and various optical switching system configurations are examined in 
terms of their present and future cost effectiveness. 


37 


Plarriagton, J. V. , Commercial Sat e llite Communications Progress and 
Prospects, Paper no. 77-349, Presenied at the AIM idth Annual 
Mc'>ting, 12 January 1977. 

This paper lists and expounds on some of tlie many goals set 
for the 1980' s by the communications satellite community. 


Harris Corporation, Developme nt o f Solid-State Transportable 
Satellit e Comm uni cations Terminal, 1.5 March 1974. 

This report describes the development by radiation of X-Band 
solid-state frequency converters as part of a transportable terminal 
for use with the military DSCS-II communications satellite. This 
equipment was developed under contract with the U.S. Army Satellite 
Communications Agency. The converters are fully self-contained in 
two 3 1/2 inch rack-mounting drawers. They provide the capability 
for translating a signal anywhere in the 7.25-7.75 GHz receive hand 
down to 70 MHz and, similarly, of translating a 70 MHz signal up to 
the 7. 9-8. 4 GHz transmit band. Hybrid microwave intregrated circuit 
(HMIC) techniques were employed extensively in the terminal 
converters to aid in minimizing size and weight and in enhancing 
reproducibility. The actual construction is a blend of microstrip 
and stripline distributed circuits and miniaturized lumped-element 
circuits . 


Hata, M, , et al . , A New Direct Regenerative Repeater fo r PCM-PSK 
Microw a ve System, OKI Electric Industry Co., LTD. , Research 
Laboratory;' 70-CP-297-COM, pp. 21/41 - 21/48 

A new regenerative repeater for microwave PCM-PSK system is 
discussed. The repeater regenerates the received signal only in the 
carrier stage without a detection or a base-band regeneration, and 
so the configuration of the repeater can be greatly simplified and 
become compact with lower power consumption and higher reliability. 
The principal function of the direct regenerative repeater is 
realized by a new parametric amplifier having a phase regenei\ative 
effect. In the paper the phase regenerator constructed with a phase 
coherent parametric amplifier using variable conductance diodes, 
such as the Esaki diode and the Schotty bar’^-’er diode is analyzed 
and the characteristics are experimentally examined. The new 
parametric amplifier and the new repeater system for millimeter -wave 
communication are also discussed. 
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Hayase, J. Y. , T ime Div ision M alt iple Access (TDMA)^ Experimentation, 
EC0M-0229-F, National Technical Information Service, 1 jlecember 
1970. 


This report describes an experimental computer-controlled TDMA 
system which has been developed by IBM. The in-band TDMA system is 
based on a concept in which a reference station generates the TDMA 
frame marks and disseminates them through the satellite to all 
participating earth terminals. The experiment also demonstrates the 
feasibility of controlling the TDMA process with a computer in a 
more general sense; the advantages gained by performing computer 
control of digital communication processes has been demonstrated. 


Hecht, H. Collected Pape rs on Fau lt-Tolerant Spacecraft C omp uter 
T echnology , F04701-71-C-D172, The Aerospace Corporation, 28 March 
1972. 


This report includes nine technical papers which were presented 
at a meeting on Fault-Tolerant Spacecraft Computers in January 1972 
at the Aerospace Corporation. These papers provide a general view 
of current problems and progress in the application of fault- 
tolerance techniques to spacecraft computers. The following broad 
areas are discussed; reliability experience; fault-tolerance 
techniques; requirements; and fault-tolerant architectures. 


Heggestad, H. M., Analysi s of UHF MILSATC OM Architecture 
Alternatives, Volume T: Gener al System Consideration , Technical 

Note 1976-41, Lincoln Laboratory, M.I.T., Vol. I, 26 October 1976. 

The present state of the art in UHF MILSATCOM offers the system 
designer a considerable "ange of performance in capabilities and of 
ways to achieve them. The purpose of this note is to enumerate the 
available design options and to evaluate their interactions with 
systems cost, weight and performance objectives. The latter 
category include? data rates, number of users, match to terminal 
characteristics modulation and multiple access requirements, and AJ. 
The design options analyzed include modulation techniques, demand 
assignment, antenna types, spread spectrum, jammer nulling, and on- 
board processing. Systematic procedures are discussed for 
determining the best possible match between system design and 
requirements. An appendix presents analytic comparison of the 
performance of various satellite transponder design options. These 
system architecture design procedures are applied to specific 
MILSATCOM examples in Volume II. 
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Heimerdinger, W. L. , and Hein, W. Y. , A G raph Theoretic Approach to 
Fault Tol erant Co mputin g Final Repo rt, f 4462()-75-C-6053 , AFSC, 
Stpte'mber 12, 1977. 

This report documents the activities in the second year of a 
two year investigation of a graph theoretic approach to fault 
tolerance for the Air Force Office of Scientific Research, This is 
part of a continuing effort also sponsored by the Office of Naval 
Research and by Honeywell, Inc., to develop a verified approach to 
the analysis of fault tolerant digital systems based on graph 
theory. Earlier efforts have examined existing graphical models and 
found a number of them to be suitable for fault tolerance modeling. 
Two models, petri nets and logos, were found to be particularly 
suitable, A subsequent effort examined available results in petri 
net theory for properties and relationships applicable to fault 
tolerance phenomenon. 


Herman, J. H., Traveling Wave Tube Amplifiers Above 10 GHz for Space 
Applications , Paper No. 76-294, Hughes Aircraft Company, presented 
at the AIAA/CASI 6th C.S.S. Conference, April 5-8 1976. 

^ variety of space traveling tubes and amplifiers have been 
developed and manufactured from 30 through 60 GHz. The tubes, which 
employ either a helix or coupled cavity slow-wave structure, provide 
output power of 1 to 100 W or more in some cases, High efficiency, 
lightweight power supplies have been provided with certain 
amplifiers. Phase and gain performance characteristics are 
presented which demonstrate applicability to communications systems. 
Prospects for future increases in power and efficiency offer 
expanding horizons to the system engineer. 


Herz, R. , et al . , Multiple Access to Communication Satellite in Time 
Multiplex - Present State and Future Development , FTD-HT-23-1565-72, 
Foreign Technology Division AFSC, 10 November 1972. 

Today speech circuits via communication satellites form an 
essential part of the world-wide communications network; within this 
frame work the possibility of multiple access to satellites is of 
great importance. With FDMA used for the time being the capacity of 
the satellite transponders cannot be exploited in the most favorable 
way. Therefore, in recent years, different experimental systems 
using TDMA have been developed. Based on these experimental 
systems, and their results the state of the art in this field is 
shown. 
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lliKliio, L. , Applu'.jiion ol 
pp- nO-lAd. 


VtH-lor Processing, I'omputtM- Design, April 


n. ii h'l« Piocessor, a uni lied siipereompul er system 

H) miVlI o, T capabilities, can execute laO 

1 0 ^U) million operations per second in scientilic and industrial 
viitoi signal processing appi icat ions . Analysis ol algorithms 
associated \atli various appl i cat , ons leads to successhn 
implementat ions. ^ i . u i 


Hilborn, l . ii. , ,lr. , ,,i,^ Implications ol 

ruture Satellite I'ommun i cat i on Systems, Final 
Systems I'ontrol, Inc., .Umu* l‘)/7. 


Dema ml As s i gnmen t 1 o r 
Heport , Palo Alto, t'A: 


^ The objectives ol this study are U) to investigate the system- 
vuh implic.it ions ol using Demand-Assignment Multiple-Access |DAMA) 
t I nnpies wi th communic.it ion satellites to serve a diverse 
community ol voice and data communication users, and U'! to explore 
extensions ol the current DANA techniques to Kandom Multiple Access 
KMA) t.Hdiniques which are suitable tor data and packeliyed voice' 
lu m.ijoi emphasis ol the study is exploring svstem-wsde cost- 

I.AMA/KMA tidiniques; tlie magnitude ol potential cost savings- the 


Satellite Packet .Switching by 

vt Iitive tliannel l.ipture. Proceedings First International 
tireecerw /Opl" Id ' '>"‘1 Systems, August lO/o, Pat, -os. 

A new technique called "selective channel capture" is presentei 
.md .111.1 ly/ed tor the eiticieut random access ol packets to the 
limied resource ol the t rau.smi 1 1 er power ol a comimiai cat ion 
s.t(l lie Ihe technique utilic.es active satellite control, has llu 
uoiitrol led ground terminal structure ol Al.OllA .systems but, unlike 
AhUlA, ha.s .stable, monotone throughput characteristics, with UHV;. 
thioughpul limit, no reserv.it ion delays, and no randomised 
ret ransmission ilelay. 
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Hines, M. E., Fundamental Limitations in RE Swit c hing and Phase 
Shifting Using Semiconductor Diodes, Proceedings of the IEEE, June 
1964, pp. 697-708.“ 

When semiconductor diodes are used as variable impedance 
switching elements in RF transmission networks, the maximum power 
and minimum attenuation depend upon the characteristics of the 
diodes and the function being performed. Equations and theorems are 
derived which define these limits for quantized RF control networks 
used in on-off switches, selection switches, and phase shift devices. 
The relationships are quite general and the limits are shown to 
apply to a wide variety of network configurations. It is shown that 
the maximum power of a switch i' proportional to the maximum RF 
current of the forward-biased diode and also to the maximum RF 
voltage when reverse-biased. The maximum power in phase shifters is 
a sinusoidal function of the phase change required. Minimum 
attenuation depends upon the switching function performed, the 
frequency of operation and a newly defined cutoff frequency which 
includes diode resistance in both forward-bias and reserve-bias 
states . 


Hnatek, E. R. , Current Semiconductor Memories , Computer Design, 
April 1978, pp. 115-126. 

Increasingly rapid improvements in density, storage and 
fabrication of semiconductor memories confront the designer with an 
ever-changing spectrum of products and capabilities. A 
comprehensive overview of various technology options assures 
reliable, efficient and cost-effective memory implementations. 
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Ilooteii, P. , and Huang R. Y. , Comiimni cat ion Satellite Processing 
Repeaters, "Proceedings of the TKKk" , Vol . , No. 2, Febuary 1071, 

pp. ria-i.ii 

Two kinds of processing repeaters which may find application on 
communication satellites in the near future are described in this 
paper. The type 1 processing repeater is able to discriminate 
against unauthorized users, to conserve the capacity of the repeater 
to only those users who possess a predetermined key. At the same 
time, undesired interference signals are rejected. It appears that 
such a repeater is most useful in the situation where there are a 
large number of small receiving terminals to optimize the satellite 
capacity with respect to these terminals and to simplify the 
processing otherwise needed at these terminals. The type 2 repeater 
acts somewhat as a "switchboard in the sky" in being able to route 
signals transmitted through one antenna at one frecpiency to another 
antenna at another frequency where the desired routing may be 
changed as a function of time. In this way, the satellite capacity 
is utilized fully in the face of changing traffic demands. Also, 
transmitting and receiving tei-minals are .simplied. In both of these 
processing repeaters, complexity is added for two reasons: to fully 

utilize the satellite capacity and to simplify the user ground 
terminals . 


Hoversten, K. V., and Van Trees, H. L,, International Broadcast 
Packet Satellite Services, Presented at the 4th International DSC 
Conference, 23-25 October ld7S, pp. 1-7. 

A new international satellite service is described whose 
primary goal is to provide international computer communication. A 
representative system concept to provide the service is discussed. 
The proposed system has two important features. It exploits the 
unique ability of satellites to provide broadcast and multiple 
access capabilities over large geographic areas by using a scheme 
referred to as a broadcast packet satellite channel. Secondly, it 
provides natural interface boundaries which facilitate, from both a 
management and technical viewpoint, the provision of international 
communications between otherwise incompatible networks and/or 
tex-minals . 
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Hsieh, W. , Locating^atellite Switches in Mixed Med ia Packet 
Switched Networks , presented at the NTC '76, 29 Novend)er - 1 
December 1976, pp, 16.4/1-8. 

This procedure is applied to a large network example to derive 
general properties and trade-offs of the optinimn satellite switched 
locations. The author briefly presents the various options in 
packet switched satellite communication. He then discusses the 
general topological design problem of large distributed data 
netsv’orks and indicates how the satellite switch location problem 
ties into the overall design problem. 


Huff, R. J. , Mult ifunctioji_TDM Techni(jues - First Annu^ Report, AD 
778 437, National Technical information Service, February 1974. 

Concepts and techniques needed to incorporate a TDMA satellite 
communications capability into multifunction avionics systems are 
being developed under a three year contract with the U.S. Air Force. 
Progress made during the first year of that contract is described in 
this report. The work has involved (1) the design and partial 
fabrication of prototype TDMA satellite communications modems, (2) 
the development of techniques and associated technological bases 
needed to instrument an adaptive nul l-stf^ering array in which a 
reference signal is derived from the data-carrying signal, and (3) 
the development of techniques for effectively utilizing capabilities 
which can be provided by the TDMA satellite communications subsystem 
in performing satellite navigation and line-of-sight conmiuni cations 
functions. An overview of the results obtained to date is given and 
the tasks to be performed during the remainder of the contract are 
described . 


Huff, R. J. , Mul tif unction TDMA Techniq ues - Se cond Annu al Repor t, 
AT/A-004 196, National Technical Information Service, December 1974. 

Concepts and techniques needed to instrument TDMA satellite 
communication systems containing a larger number of small, highly 
mobile terminals, e.g., aircraft, are being developed under a three 
year contract with the U.S. Air Force. Progress made during the 
second year of that contract is described in this report. The work 
has involved the development of prototype TDMA satellite 
communication modems and the evolution of techniques and associated 
technological bases neede.! to incorporate adaptive null-steering 
arrays in TDMA systems. An overview of the results obtained to date 
is given and the tasks to be performed during the remainder of the 
contract are described in this annual report. 
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Huff, R. J. , TDMA Space Co mnmn i cati ons Systems : Concepts and 

Practical Technijgues, RAi)C-TR-71-255 , F30602-69-C-0i 12 , Ohio State 
University, Columbus, Ohio, November 1971. 

In this report the results of investigations conducted over 
five years directed at the development of practical techniques for 
instrumenting TDMA systems are placed in perspective. The rationale 
for selecting the particular TDMA concept developed, the advantages 
and limitations of the associated techniques, the design options 
available and potential concept applications are presented in 
varying degrees of detail. It is shown that, through the use of 
differential detection to demodulate the data-carrying pulses and 
sampled-data delay-lock loops to accurately time the uplinks, a TDMA 
system which is efficient, effective, and flexible can be 
instrumented. Procedures for using the previously documented 
technological base to design two hypothetical systems are 
illustrated. Satellite processing concepts which are compatible 
with the basic TDMA techniques developed are described. 



F30602-67-C-0119 , Ohio State University, Columbus, Ohio, May 1969. 

A complete technology for synchronizing the transmissions in 
TDMA systems is presented. Uplink synchronizers are described which 
employ two coupled sampled data delay lock loops to provide the time 
base tracking functions. A sampled data delay lock loop is also 
used to provide downlink (bit) synchronization. An experimental 
synchronizer implemented to demonstrate concept feasibility and to 
check the accuracy of analytical results is described. The 
experimental results obtained by both bench and IDCSP satellite link 
testing are given. Based on these results, an assertion is made 
that the analytical results can be used with confidence in the 
design of operational TDMA systems. 


Huffman, D., An Upd ate on MOS ROMs , Computer Design, September 1977, 
pp. 95-104. 

Relatively overshadowed by the more popularized and 
reprogrammable RAMs, PROMs and EPROMs, MOS ROM developments continue 
to show steady progress in improved performance, reliability and 
cost . 
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Hughes, C. I)., Results of Measutoments Made on an Experiment al Link 
Siiimltatiiig a 180 Mbit/s Satellite Cl^nnel, Presented at the 4th 
International DSC Conference, 23-25 October 1978, pp. 116-122. 

The experiment involved transmission of 180 Mbit/s DPSK signals 
over an inclined radio path which simulated an earth station 
satellite earth station loop. The operating frequencies were 14 GHz 
up-path and 11 GHz down-path. The results of static and long term 
propagation measurements made over the path are presented. 
Correlation between bit error rate and fading is demonstrated on a 
statistical and real time basis. 


Inagaki, K. , A New Teebnique for Data Transnnssion via TDMA 
Satellite Link, presented at the NTC '77, December 5-7, 1977. 

In the satellite communications systems, the TDMA system is 
expected to be widely introduced in the near future. Also, the 
demand of the high-speed data transmission services increases year 
by year. A high-speed data transmission via a TDMA link, which is 
very attractive because of its low cost and high efficiency, will 
require the interface between terrestrial and satellite links. 
Taking account of these circumstances, a new TDMA interface 
equipment with which the 56 kbps digital signal can be transmitted 
through one PCM telephony channel has been developed. 


I to, Y. , et al., An alysi s of a Switch M atr ix for an S S/TDMA System, 
Proceedings of the IEEE, Vol. 65, No. 3, March 1977, pp. 411-419. 

Time slot scheduling problems for a satellite switched/time 
division multiple access (SS/TDMA) system are discussed and an 
algorithm called "Greedy Algorithm" is presented. This algorithm 
guarantees a most efficient utilization of a frame period with n(n- 
1) (n is the number of beams) number of switchings at most. Another 
problem discussed is the choice of the type of microwave switch 
matrix to be put on board the satellite. A switch-matrix structure 
called re-arrangeable multistage matrix is shown to have high 
reliability and low-insertion-loss characteristics. Also, brief 
discussions are made on the experimental results of an engineering 
model SS/TDMA system. 
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Ito, Y. , and Kyogoku, M. , SMD A On-Board Switching System Using 
Rear rangeab l e Mul ti-Stage Network, lEE Interaat vonal Conference on 
Satellite Communication Systems Technology, April 1975, pp. 227~232. 

This paper presents one possible configurations of MSM with 
higher reliable performance and the minimum insertion loss, using 
rearrangeable multi-stage (RM) network composed of PIN diodes and 
Microwave Integrated Circuit (MIC). Experimental results of RM 
types 8x8 switching matrix, designed for 3.95 GHz + 250 MHz, 
including error rate measurement, reliability study and system 
recovery study for the element failure is also discussed. 


Iwadare, Y., So me F undam ental Conce pts on Commu nication System 
De sign with Error Control, NEC Research & Development, No. 22, July 


Even though it is expected that the most suitable approach in 
practical application of error control to coiiuimni cat ions systems is 
to treat it as one element in the entire communication system 
design, error control has quite often been treated as an independent 
technique of other communication system design considerations , In 
this paper, an emphasis is placed on algebraic codes to investigate 
the effect of coding on the relation between modulation and coding, 
signal energy to noise ratio vs. probabilities of error and so 
forth. Some fundamental concepts on communication system design 
with error control are derived based on the analysis when coding is 
applied to bi -phase and poly-phase modulation systems . Futhermore , 
a simple review on the use of burst of error corrections is added. 
These fundamental concepts may not be applied directly in practical 
communication system design on account of the large variety of 
modulation and demodulation schemes and noise patterns, but is 
expected to be useful to serve as a guide line in the complicated 
practical system design. 
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Jager, F., and Dekker, C. B., Tamed F requ e ncy Mo dulation, a Novel 
Met hod to Achieve Spectrum Ec onomy in Digital Transmission , IEEE 
transactions on Communications, Voi. COM-26, No. 5, May 1978, pp. 
.534-542. 

This paper describes a new type of frequency modulation, called 
Tamed Frequency Modulation (TFM) for digital transmission. The 
desired constraint of a constant envelope signal is combined with a 
maximum of spectrum economy which is of great importance, 
particularly in radio channels. The out-of-band radiation is 
substantially less as compared with other known constant envelope 
modulation techniques. With synchronous detection, a penalty of 
only 1 dB in error performance is encountered as compared with four- 
phase modulation. The idea behind TFM is the proper control of the 
frequency of the transmitter oscillator such that the phase of the 
modulated signal becomes a smooth function of time with correlative 
properties. Simple and flexible implementation sche^mes are 
described. 


Jain, P. , et al., Detection of MP SK Signals Transmitted Through a 
Non-Linear Satellite Repeater , presented at the NTG '77, December 5- 
7, 1977. 

Error probabilities and channel transition probabilities are 
derived and evaluated for the detection of MPSK signals transmitted 
through a band limited non-linear satellite communication channel. 
Two general formulas characterizing the effect of AM-AM and AM-PM 
distortions exhibited in high power amplifiers such as travelling 
wave tubes (TWTs) are obtained. Numerical evaluation of the two 
approaches is carried out for BPSK, QPSK and B-ary signaling a. d a 
comparison is made in terms of the accuracy and speed of numerical 
computation. The theory is required in performing channel 
throughput (bits/sec/H2) and modulation/coding trade-off studies. 
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James, J. N., and McDonald, R. R. , A F orecast of Spac e Te chnology , 
N76-18005, NASA-SP-387, January 1976 “ 

In addressing the enormous task of encompassing a comprehensive 
forecast of space technology for the period 1980-2000, two major 
activities were undertaken by the participants. Exploratory 
forecasting was the first activity. It explored chains of 
conjecture in terms of what can or might happen and then sought to 
project technological parameters and/or functional element 
capabilities into the future, starting from a base of accumulated 
knowledge in relevant areas. The second activity was the 
technological feasibility assessment of the various candidate 
missions and systems which were considered. This activity, which 
was objective oriented, had the character of normative forecasting. 
In conclusion, the forecasting data revealed that between now and 
the year 2000 a great number of advances will occur in technology 
applicable to space activities. These technological advances will 
bring about the feasibility of complex missions and systems and can 
significantly reduce the cost of accomplishing any specific 
objective in space. 


Jarett, D. , Meeting the Twin Challenges of Demand and Co nservation 
of Spe ct rum and Orbit T hro ugh Technology , Eascon '77, 26-28 
September 1977, pp.25-lA/8. 

Most of the future demands for satellite communications can 
only be met by moving to higher frequency bands. The frequency 
bands at 30/20 GHz not only provide greater bandwidth but satellites 
operating in these bands can be spaced more closely. These 
advantages come at the price of providing increased rain margin. 

New concepts and technologies (including the use of high-speed 
digital transmission with on-board processing such as SS TDMA, 
satellite multiple beam antennas and larger high capacity satellites 
launched by the space transportation system (STS)) will economically 
accommodate the increase in demand, while avoiding the spectrum and 
orbital congestion problems which now limit systematic expansion of 
the space segment in the lower satellite telecommunication bands. 
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Joel, A. E. , Jr. , O n Permutation Switching N etworks, The Bell System 
Technical Journal, Vol, 47, No, 5, May- June 1968, pp. 813-822. 

Rearrangeable switching networks are considered as permutation 
generators. Alteration of the permutation being produced by any 
state of the network configuration may be achieved by rearranging or 
changing the state of the switching network. By limiting the 
switches in each stage to binary action devices certain economies 
have been achieved. This paper describes additional savings, 
particularly in the number of required operating elements. Some 
further savings are achieved by Introducing break contracts into 
switching networks . 


Johnson, P. M. , An Introduct i on to V e ctor Pro cess ing, Computer 
Design, February 1978, pp. 89-98. 

Execution speed of scientific problems can be considerably 
enhanced by hardware and software design that provides for efficient 
execution of program loops. A large scale scientific computer 
incorporates vector processing for high speed execution of loops 
without sacrifice of processing speed in non-loop situations. 


Jordan, K. L., Jr,, The Performance of Sequential Decoding in 
Conjunction with Efficient Modulation , IEEE Transactions on 
Communication Technology, Vol. COM 14, No. 3, June 1966, pp. 283- 
297. 


The design of a communications system consisting of a 
sequential encoder-decoder, working in conjunction with a modulation 
detection system is considered from the point of view of high 
information transmission efficiency. Emphasis is placed on M 
orthogonal signal modulation and a scheme known as list-of-L 
quantization. The results of a computer study of the computational 
behavior of the sequential decoder are described and used to predict 
buffer memory overflow probability. The described design procedure 
allows prediction of system performance to within a fraction of a 
decibel. A practical sequential decoder and a list-of-1 modulation- 
detection system of reasonable complexity, can achieve performance 
on a white Gaussian channel to within 4.5 dB of the Shannon limit 
with coherent reception and to within 7 dB with incoherent 
reception. 
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Kalet, I., and White, B. E. , Siibop tima l Continuous Shift Ke yed (CSK) 
Demodulatio n f or the F-,f f idjs-nt 1 nipleinentat ion of L ow C rosstal k Da ta 
Communic ations , lEE Trans, on Comm., Vol . COM-25, No. 9, September 
1977. 

A suboptimal receiver of constant envelope, continuous- 
frequency MSK-type modulations called continuous shift keying (CSK) 
is proposed that halves demodulator complexity with no more than a 
1.6 dB loss in detectability in AWGN. The technique is especially 
applicable to a frequency division multiple access system. 


Katz, J. L. , Perfo rmance o f Spread Spectrum M od ulation in a 
Multipath Environment , Technical Note 1972-28, Lincoln Laboratory, 
M.I.T. , 21 July 19727 

This study determines analytically the degradation experienced 
by two forms of spread spectrum modulation techniques, frequency 
hopped-frequency shift keying, and pseudo noi.se-phase shift keying, 
due to multipath occuring in airborne communication channels. 
Results are obtained for the cases in which coded and uncoded data 
are used. 


Katz, J. L., and Schneider, K. S., O n-Board Regeneration Processors 
for Digital Communication Satellites , AIAA 7th Communication 
Satellite Systems Conference, April 24-27, 1978. 

The rapid increase in the need for communications has created a 
demand for large-capacity communications satellites with the 
requirement that the communications systems be used more 
efficiently. This demand, coupled with the need for cheaper 
terminals and a more compelx mix of user types, implies that future 
communications satellites will need technological improvements to 
support a complex system structure. This paper compares the 
performance of a satellite communications system in which the 
satellite element has an on-board processing capability. On-board 
processing consists of a set of generic tecnniques, involving real 
or near-real time processing or switching, that can be used on the 
satellite to provide an improved performance level in the total 
communications system. 
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Katz, vl. L., and Schnieder, K. S., Processi ng Meth ods to S upp ress 
Eff^'ts of Uplink Mult ipath in Sateliite Sy stem s , ICC *77, June 12- 
i;--,' 1977. 

Three processing methods of different complexity are discussed 
for improving end-to-end link performance in a satellite repeater 
when multipath is present in the uplink. It is assumed that the 
system already uses channel symbol interleaving and pseudo random 
carrier frequency hopping to combat multipath. The complete end-to- 
end link performance for each processor is expressed in terms of the 
error bound exponent Rcomp . 


Kaul , P. , and Muzumdar , D. , A Flexible Low Cost Interface Between 
TDMA Common Equipment and Multiple Terrestrial Extensions , presented 
at ICC ■*7T, June 12-15, 1977. ~ 

This paper describes an interface between terrestrial interface 
modules (TIMs) and TDMA common equipment that is simple and 
inexpensive. It allows the use of standard off-the-shelf equipment 
such as TIMs by putting all the complexity into the common 
G':ulpment. 


Kleinrock, L. , Computer Network Res o urce , AD-A008 422, National 
Technical Information Service, 30 June 1974. 

This semiannual technical report describes some results 
obtained in the author's continuing work in satellite packet 
switching ground radio packet switching, packetized speech 
transmission through the ARPANET. Large network design procedures 
and secure operating systems studies continue to progress and will 
be reported upon in the future. 


Kleinrock, L. , et al., Compute r Network Research Fi nal Technic al 
Repo rt , UCLA-ENG-7696 , APPA, 30 November 1975. 

This is the final report for APPA, It provides a sophisticated 
network measurement facility adequate for a variety of uses such as 
performance measurement, model validation, and the design of network 
algorithms; conducting experiments on the network to analyze the 
effect of transmitting various data sources; defining and extending 
the tools necessary to analyze and evaluate the performance of 
computer communication systems; developing models of multiple 
resource systems and computer networks; studying packet 
communication systems that incorporate satellite and/or radio 
communications; and finally designing, and begining implementation 
of a verifiably secure operation system for the PDP 11/45. 


Kleinrock, L. , On Communications an d Network s, IEEE Transactions in 
Computers, Vol. C-25, No. 12, December 1976. 

Data communications has come of age. In this paper some of the 
principal events that led up to the revolution, in communications 
among information processing systems are highlighted. Perhaps the 
most important event was the technological development of packet 
swiching in the form of ARPANET. Most of the presentation is 
devoted to a brief summary of the ARPANET experience emphasizing the 
description functions analysis, design and performance measurement 
of packet-switching networks. Also discussed are some recent 
advances in radio packet switching for long haul (i.e., satellite) 
and terminal-access communications. 


Kleinrock, L. , and Lam, S, S., Packet-Switching in a Slotted 
Satellite Channel, AFIPS Conference Proceedings, Vol. 42, 1973, pp. 
703-711. 

Performance of a slotted satellite system for packet switching 
must be effective at all ranges of traffic intensity, in that no 
unnecessary delays or loss of throughput should occur because of 
complicated operational procedures. The slotted satellite system 
analyzed in this paper meets these criteria. 
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Kleinrock, I. , and Lara, S. S. , Packet Switching in a Multi-Access 
B roadcast Channel; Performance Evaluation , IEEE Transactions on 
Communications, Vol. COM-23, No. 4, April 1975. 

In this paper the rationale and some advantages for multi- 
access broadcast packet communication using satellite and ground 
radio channels are discussed. A mathematical model is formulated 
for a "slotted ALOHA" random acce^is system. Using this model a 
theory is put forth which gives a coherent qualitative 
interpretation of the system stability behavior which leads to the 
definition of a stability measure. Quantitative estimates for the 
relative instability of unstable channels are obtained. Numerical 
results are shown illustrating the trading relations among channel 
stability throughput and delay. These results provide tools for the 
performance evaluation and designs of an uncontrolled slotted ALOHA 
system. Adaptive channel control schemes are studied in a companion 
paper , 


Klingman, E. E. , Comparisons and Trends in Microprocessor 
Architecture , Computer Design, September 1977, pp. 83-92. 

Concepts of bundled and orthogonal structures are developed and 
used to place present raicropro.'essor multi-operating level 
architectures in perspective, as well as to predict future trends. 
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Kooj, K. , ot al., On-Hoarti Rogomn-al ivo Ui‘pi»att'rs Applied to Digital 
Satollilo Commun i I'a t i 0118 , Vol . (>.'), No. 1, Haroh 1‘177, pp. 401-410. 

In pul.so codo imululat. ion/l inu' division imiltiplo acooss 
(.PCM/TDMAl satollilo oominun i oat ions , though tin* nuinlu’r ol repoating 
stage IS u.sually only one, the regenerative repealer will he 
worthwhile enough to he introdueed ou-hoard the satellite. This is 
heeause the improvement ol the eommuni eat ion quality by the inerease 
ol the transmission power is diltieult in the satel’’ e link and the 
regenerative repeater is very elleetive lor removing, u-ehannel 
interlerenees whieh will heeome a predominant laelor ol signal 
degradation in tlie luture. It will also provide grc'at laeility lor 
various kinds ol on-hoard proeessing. This paper first presents 
hasie eon! igurat ions ol the on-hoaril regenerative rt'pealt'r and 
diseusses simpl i 1 i e.it ion ol the repealer. Next, various kinds of 
on-hoard proeessing ar<> diseussed in eonneelion with the 
regenerative repealing. Then a eonerete regenerative rejieater 
applied to satellite swi t ehed/TDMA (.SH/TDMA') satellite system wliieh 
augments the eommunieat ion eapaeily hy frequeney reuse is presented 
and compared with the conventional frequency translating type in 
terms of link budget, povv'er tlissipalion and weight. Lastly, the 
result of the development ol an experimental regenerative repeater 
is described. 


Kosaka, K. , et al . , Advanced TDMA System tor Experimental Study in 
,10/20 Oily. Hand, Prisented at the 4th International DSC Conference, 
2;l-25 October 1078, pp. ;l;l;l-,140. 

New TDMA equipment has been developed lor experimental study on 
the multiple access operation in ;10/20 Ollx hand as well as in h/4 
OHz hand through the .Japanese domestic eommuni cal ions satellite 
launched in December 1077. Several attempts to overcome the 
prohlf’ins encountered in the 30/20 OHz hand operation, sucli as a 
large C/N degradation due to rainfall, have been tried in its 
design. Among them are assumption ol space diversity configuration, 
positive utilization of synchronized superframe, adoption of 
previous notice method, and various protective approaches for TDMA 
synchronization. These attempts which required rather complicated 
control were successfully carried out with additional hardv^are and 
micro-computers on basic, simplified, and staudarized TDMA 
equipment . 


Multiple At'ct'ss, Easeon '75, pp. 185- 


various concepts employed in code 
division multiple access systems. It also lays out applications to 
which this technique is appropriate. Advantages and disadvantages 
oi code division multiple satellites on a common frequency or other 
distributed users are addressed. Multipath, interference level 
reduction, privacy and low cost are among the attributes of this 
approach. The new trends in code division mux are described. 


Kratzer, D. L. , Code Division 
188. 

This paper describes the 


Krechner, K. , Integrated Medium Speed Modems into Communications 
Networks, Computer Design, February l‘)78‘ pp. 101-110. 

Medium speed modems are being designed into computer tenninals, 
communications, front ends, and data communication multiplexers for 
transmitting serial-bit information over telephone lines. Hardware, 
interface and diagnostic protocols are examined for effective and 
efficient communications . 


Kyriakopoulos , N., Control Methodology for Demand Assig^nment 
Operation oi Satellite Nets, AD-A0l4-07‘1 , Defense Communications 
Engineering Center, NTISQ, March 1975. 

The Defense Communications System (DCS) is an integrated 
terrestrial and satellite communications system. This report is 
concerned with the DCS satellite nets which consist of several 
collections of earth terminals each served by a single spacecraft. 
There are fundamental differences between the control of commercial 
and military satellite nets. Network control attains added 
significance when demand assignment is introduced into the system. 
As a first step toward the development of a control methodology for 
the Defense Satellite Communications System (DSCS), a brief review 
of current and planned multiple access commercial communications 
systems is presented. It is hoped that subsequent studies will 
examine similarities and differences between the commercial and 
military environments. As a result of such analyses, a control 
methodology can be devised. 
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Kyriakopoulos , N., Design of a D('mand AssignnuMit Satellite Network, 
AD-A0‘21-9.i7 , Defense Communi eat ions Engineering Center, NTIS, 
December 1975. 

This report presents a step-by-step procedure for the design of 
a single-channel per carrier, demand assignment, satellite 
communications network. The input for the design is the traffic 
matrix to be handled by the network and the outputs are the 
bandwidth and power recpiirements for tlie satellite system. Although 
the design approach is general, a specific example chosen to 
illustrate the technique is the intra-European swi tched-t raff ic 
voice network. 


Lam, S.S., Packet Switcliing in a Multi-Access broadcast Channel witli 
Applications to Satellite Communication in a Compniter Network, UCLA- 
74-7429, ARPA, April 1974. 

This report considers a packet switching technique applicable 
to packet communication using a satellite or ground radio channel. 
The objective of this research is to develop analytic models for the 
evaluation and optimization of the system performance in terms of 
stability tliroughput and delay. Advantages of packet switched 
satellite and ground radio systems over conventional wire 
communications for large computer-communication networks are 
d i s cussed . 


Lam, S. S., Satellite Multi-Access Schemes for Data Traffic, 
presented at the ICd '77, June 12-15, 1977, pp. 19-24. 

Satellite systems have traditionally been designed for voice 
traffic. In this paper, satellite multiaccess schemes for data 
traffic are considered. Three general categories of schemes are 
identified and described; channel reservation schemes, random access 
schemes, and packet reservation schemes. Bounds on acliievable 
channel throughput are presented for the three classes of schemes. 
Finally, numerical examples are used to compare the delay-throughput 
performance of several specific schemes for a variety of data 
t ra f f i c env i ronment s . 


57 


Lam, S, , aud Kleinrock, L. , Dynamic Control Schcmt's for a Packet 
Switched Mult i-AccesH Broadcast Channel, National Computer 
Cv'iiference, 1^75. 

This paper studies ilynamic channel control algorithms CCONTKST 
algorithms') which implement the theoretical control policies by 
using a heurestic schemes to estimate the instantaneous channel 
state. A heurestic retransmission control algorithm has also been 
studied which circumvents the state estimation problem. Simulation 
lesults indicate that these control algorithms are capable of 
achieving a channel throughput delay performance close to the 
t heoi et i (. . 1 1 optimum as i^ell as being capable ol preventing channel 
saturation under temporary overload conditions. 


Lathi, B. P. , A New Method of Signal Multiplexing: The Dual of Time 

Division Multiplexing, presented at the NTC-74,2-A December 1474 
pp. lO.'iB-lOoB. 

lime division multiplexing CTDMl and fretjuency division 
multiplexing (,1'DMl are used for transmitting several messages 
simultaneously on the same channel. In this paper a new method of 
signal multiplexing is proposed. Instead of sampling the signal in 
the time-domain, its spectrum is sampled. The transmitted 
information consists of samples of the spectrimi of each signal 
instead ol its samples in the time-domain. Various messages are 
multiplexed by interleaving the samples of the spectra of the 
signals. Implementation of multiplexing and demultiplexing is 
described . 
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Lee, L. , On Optinwl Soft-Decision Demodulation, IEEE Transactions on 
Information Theory, Vol. lt-22, No'. 4 , July 

Wozencraft and Kennedy have suggested that the appropriate 
demodulator criterion of goodness is the cut-off rate of the 
discrete memoryless channel (DMC) created by the modulation system; 
the criterion of goodness adopted in two papers is the "symmetric" 
cutoff rate which differs from the former criterion only in that the 
signals are assumed equally likely. Massey's necessary condition 
for optimal coherent demodulation of binary signals is generalized 
to M-ary signals. It is shown that the optimal demodulator decision 
regions in likelihood space are bounded by hyperplanes. An 
iterative method is formulated for finding these optimal decision 
regions from an initial "good guess". For additive white Gaussian 
noise fAWGN) , the corresponding optimal decision regions in signal 
space are bounded by hypcrsurfaces with hyperplane asymptotes; these 
asymptotes themselves bound the decision regions of a demodulator 
vdiich, in several examples, is shown to be virtually optimal. In 
many cases, the necessary conditions for demodulator optimality is 
also sufficient, but a counter-example to its general sufficiency is 
given. 


Lee, M. K. , Cross -Polarization Performance of the RCA Satcom System, 
RCA Review (USA) ^l” 38, No. 2,“ June 1977, pp. lTl-lM7 '‘ 

To significantly increase the efficiency of the available 
spectr-um and the use of the orbital arc, the RCA Satcom system 
employs the technique knc ni as "Spectnun Reuse", whereby two or more 
separate channels within the same frequency band are transmitted (or 
received) on two separate orthogonally polarized beams. Some 
polarization isolation between the orthogonally polarized beams is 
not perfect due to various depolarization mechanisms; the desired 
channel will receive some interference from adjacent cross-polarized 
channels, causing interference to the desired channel which may 
result in degraded performance. Since this degradation cannot be 
allowed to comproic.ise the system performance, the amount of 
interference must be determined so that allowances can be made for 
its effect on system design. This paper describes the loss of 
polarization isolation that occurs when a signal travels from 
transmitter to receiver with emphasis on the depolarization caused 
by the propagation medium. A statistical estimation (availability) 
is made of the overall polarization isolation for various earth 
stations locations throughout the U.S. Some examples of how this 
isolation is translated into signal interference and then allocated 
to the overall interference to the signal are given. 
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Lee, Y. S., S imu 1 a t i on Anal y s i s f o r D i f f e r en t i a 1 ly Co he r e iit 
^uatenuiry PSK Regenerativ e Re peater, COMSAT Technical Review, Vol. 
?7 No 7‘ 2" Fail 1977 5^7-474. ' 

An on-board regenerative repeater can provide significant 
improvements in error rate performance of digital satellite 
communications. This paper presents simulation analysis results for 
the evaluation of symbol error rate performance with coherent 
quaternary phase shift keying (CQPSK) and differentially coherent 
quaternary phase shift keying (DQPSK)detections . Signal degradation 
mechanisms due to overall intersymbol interference and additive 
thermal noise are included. Certain critical design parameters have 
been obtained for the implementation of an tiplink DQPSK demodulator. 
Regenerator system considerations for on-board regenerative repeater 
applications are discussed with reference to future SS-TDMA systems 
in which minimum acquisition time is important. 


Leon, B. J., An Ad va nced C o ncept for the O verseas D CS, TN 18-76, 
Defense Communications Engineering Center, August 1976. 

A digital, time-division-multipLex, multiple access system with 
primary communications via satellite is proposed for the overseas 
DCS, This proposed system could be built with current technology 
(except for the space shuttle needed for launching) , would require 
only four satellites , and would have sufficient capacity for the 
foreseeable future. 
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Levit, A. D. , Generalized Design and Opt im ization Techniques for 
Satellite Communications Networks , paper 74-468, presented at the 
AIAA 5th Communications Satellite System Conference, 22-24 April 
1974. 


The designer of a communication network can consider, among 
other factors, cost, reliability, availability and performance. 
Satellite technology introduces new opportunities to satisfy these 
considerations by taking advantage of characteristics inherent in 
both satellite and terrestrial environments. Processes of network 
design and optimization involve consideration of system cost and 
quality of service as a function of distance, traffic distribution 
and geographic pecularities . Techniques employed may be analytic or 
heuristic, depending upon degrees of complexity encountered. The 
procedure, being iterative, requires trade-off decisions along the 
way as to degree of exactness vs. the cost and time of analysis. 

The result is that the network designer combines techniques of 
progranuning analysis with human interaction and can orient his 
methods to the characteristics of the problem. 


Liao, K., Synchronous Burst Random Access Channels , Systems Research 
Corporation, 1972. 

This note analyzes several modifications of the ALOEA random 
access channel by considering time synchronization among the users, 
the primary goal is to improve the random access channel utilization 
by using a simple clock in the host computer and in each remote 
terminal for synchronization. 


Liccini, R. P., Hardware Trade-offs for a Baseline Spacecraft 
Switched Time Division Multiple Access (SSTDMA) Comi^unication 
System , Eascon 77, 26-28 September 1977, pp.25-3A/18. 

The key hardware components for an advanced spacecraft switched 
time division multiple access (SSTDMA) spacecraft communications 
system are described. Primary emphasis is associated with the 
switched matrix used for the SSTDMA systems. A basic dual 
transponder design emerges that meets the desired objectives. An 
extension of the basic transponder for regenerative repeating is 
also discussed. 
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Lindholm, C. R. , Multiple- Access T echniques for Commu nication 
Sa tellites : Di gital Modulation Time Di vision Multi p lex i ng and 

Related Signa l Proce ssing , RM-4997-NASA ^ND Memorandum, September 


19b6. 


This memorandum examines specific features of digital 
techniques: time division multiplexing, error correction codes, 

analog-to-digital conversion methods and synchronization problems. 
This information is presented in a context which will enable 
satellite communications systems engineers to design digital, or 
time-division, multiple-access systems. It will also permit system 
analysis and comparison of digital techniques with other possible 
solutions to the multiple-access problem. The memorandum is 
intended as background material for further study of digital 
techniques . 


Long, W. G. , Jr. , Effect of Muitlplfa-Band /Service Satellites on 
Orbit and Spectrum Utilization , paper 74-433, presented at the AIAA 
5th Communications Satellite Systems Conference, 22-24 April 1974. 

Various possible combinations of bands and services allocated 
for satellite communications are outlined, and initial analyses of 
the effect of some possible multiple-band configurations on a single 
spacecraft are presented. Relationships among the principal 
parameters of a satellite communications system such as antenna 
characteristics, noise temperature and margins and the information 
transfer per unit of orbital arc and RF bandwidth (orbit and 
spectrum utilization) are developed. Both homogeneous and 
heterogeneous aspects are introduced. Initial results indicate that 
use of multiple-band satellites and intersystem heterogeneity may 
reduce orbit and spectrum utilization. However, additional study is 
necessary before the definitive conclusions may be made. 
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Luiuiquist, L. , Optimizing a TDMA Channel Including Synchronization , 
presented at ICC '74, June 1974, Minneapolis , paper 43A. 

The results of a pulse shaping filter optimization study for a 
4 phase PSK non-linear satellite channel taking into account the 
effects of carrier and clock recovery are presented in this paper. 
The tradeoff between adjacent channel interference and inter-symbol 
interference is shown and a conclusion is drawn that Nyquist filters 
with about 50% roll off is optimum and that it is necessary to have 
a filter before the carrier recovery circuits to suppress adjacent 
channel interference. 


Lusignan, B., Single-Sideband Transmission for Land Mobile Radio , 
IEEE Spectrum, July 1978, pp. 33-37. 

Existing mobile radio bands could be used more effectively to 
acommodate more traffic in the same bandwidth. With available 
technologies, from seven to ten times as many channels could be 
obtained in existing VHP and UHF bands, states a recent study for 
the UHF Task Force of the U.S. Federal Communication Commission. 


Magill, D. T., Investigation of the Use of Frequency Division 
Mul tiple Access for Application with a Mix of User Terminals - Final 
Report - Volume 3 , SRI, DCA, December 1973. 

The three major multiple-access techniques are compared for a 
mix of user types, i.e., differing data rates and capacity 
quotients. The comparison is made with respect to eight performance 
criteria that are particularly important for the military 
environment. A general comparison indicates that frequency division 
multiple access (FDMA) performs better than originally believed. A 
specific test case of 10 accesses with a variety of data rates and 
capacity quotients is s elected for detailed evaluation. The 
quantitative comparison is based on satellite throughput. The 
performance of the FDMA system is optimized and evaluated using the 
computer program SYSCON developed under the other tasks of this 
study. FDMA is found to offer very nearly as much satellite 
throughput as the other two multiple-access techniques. 

Furthermore, FDMA offers the advantage of simplicity, low cost, and 
compatibility with existing equipment. Based on this example, it is 
concluded that FDMA can offer substantial advantages as compared to 
the other techniques. Further, more detailed studies are 
recommended to fully delineate the region of FDMA superiority. 
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Massey, J. L. , CodiiiR and Modu l ation, in Digital Communications , 
presented at the 1974 Zurich Seminar, 12-15 March 1974. 

The use of coding in digital communications, to be effective, 
requires that the modulation system be designed on an unconventional 
basis. Rather than using "error probability" as the modulation 
criterion, this paper argues that the appropriate modulation 
criterion is the "cut-off rate" Ro of the discrete channel which the 
modulation system creates . It is then shown that the Ro criterion 
leads to a rich "communications theory" of its own in which the 
optimality of the simplex signal set can be proved (rather than 
conjectured) and in which soft decision demodulators can be 
systematically designed. At the same time the Ro criterion leads to 
a modulation system compatible with the use of effective coding 
techniques in an overall efficient digital communication system. 


Massey, J. L. , Joint Source and Channel Coding , No. 0014-75-C-1183, 
MIT Electronic Systems Laboratory, September 1977. 

The advantages and disadvantages of combining the functions of 
source coding ("data compression") and channeling code ("error 
correction") into a single coding unit are considered. Particular 
attention is given to linear encoders, both for sources and for 
channels, because their ease of implementation makes their use 
desirable in practice. It is shown that, without loss of 
optimality, a joint source/channel linear encoder may be used when 
the goal is relaxed to reproduction of the source within some 
specified non-negligible distortion. 


Matthews, E. W. , et al.. Advances in Multibeam Satellite Antenna 
Technology , Aeronautics Ford Corporation, Western Division. 

This paper surveys the state of the art in multibeam antenna 
development applicable to communication satellites. It defines 
three basic forms of multibeam antennas: those providing space 

diversity, polarization diversity and variable shaped beams. The 
use of lenses, reflectors and phased arrays in multi-beam 
configurations is described. Finally, hardware developments in the 
field are surveyed, including the LES-7 waveguide lens, more recent 
experimental TEM and waveguide lenses, a dual K-band reflector and 
off the shelf reflectors for INTELSAT IV-A and V satellites. 
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McDonald, J. C., and Moed, J. A. R. , Communications Applications of 
Memories , presented at the ICC ' 77, June 12-15, 1977 . 

New memories have given communications equipment designers 
broad latitudes in architecture. We are no longer bound by the 
economic necessity to centralize memory. In addition, new memory 
devices have access times which allow old functions to be realized 
with memory and new functions such as digital time division 
switching to be practical. This paper examines the pros and cons of 
various serial and random access memories . Then, a new dual pulse 
register array using semi-conductor memory is described. 


McCarty, T. P. , and Schneider, K. S . , Processing Voice and Data in 
Mobile Satellite C ommunications , presented at the ICC '77, June 12- 
15, 1977, pp. 63-67. 

The use of low cost terminals in a mobile satellite 
communications environment providing combined voice and data 
capability requires an increased level of signal processing 
capability. The method of processing must be transparent to the 
nature of the source and at the same time matched to the vagaries of 
the channel . Since voice suffers from delays an on-line self- 
adaptive scheme is required. This paper discusses a method that is 
proposed to combat specular multipath. The optimum scheme is 
developed and the system performance evaluated. 


McCarty, T. P. and Singh, K. J. , Multiple Access Techniques for Low 
Data Rate Satellite Commun ic ation Sys tems, presented at the NTC '77, 
December 5-7, 1977. 

There are many applications of low data rate satellite 
communications that range from data collection to position 
surveillance. A common characteristic of all these systems is that 
a low cost design is essential and the maximum throughput should be 
achieved. This paper discusses a set of multiple access techniques 
that can be employed for such applications and provides a detailed 
analysis of a broad set of possibilities for a digital multiple 
access scheme ranging from a pure random access scheme to a pure 
spread spectrum. Specific implementation problems are also 
addressed and the techniques proposed in a data collection system 
are discussed. 
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McGarty, T. P., and Warner, T. H. , Multiple Beam Satellite System 
O ptimizatio n, IEEE Transactions on Aerospace and Electronic Systems, 
Vol. AES-13, No. 5, Sept. 1977. 

An analytical method is developed for determining the basic RF 
link parameters that are required in a satellite system design. 
Certain simplifying assumptions are required and specific system 
elements are selected. Two differnt design criteria are considered; 
optimizing the per-beam signal energy to noise spectral density 
ration (Eb/No) and minimizing the per-user costs. These two 
criteria are complements of each other subject to coverage and 
performance constraints. The model can be used to rapidly assess 
tradeoffs in various system elements. A specific example of a 
domestic satellite system is considered. The economic analyses are 
also considered and the ecomony of scale effect is demonstrated for 
the design example considered. 


Mersereau, R. M. , and Seay, T. S., The Design of Multiple Access 
Frequency Hopping Patterns , 1974-32, ESD-TI-74-279, Lincoln 
Laboratory, 6 September 1974. 

A technique is discussed for the design of multiple access 
frequency hopping patterns which will allow a number of users to 
communicate reliably over a limited bandwidth in the presence of 
Doppler and timing asynchronies. The patterns are based on a subset 
of the Reed-Solomon codewords. They possess nearly flat ambiguity 
and cross-ambiguity functions and thus could be useful as discrete 
radar signals. In addition, the structure of the patterns permits a 
straightforward implementation. 
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Metz, R. J. , An Experiment in Domestic Satellite Utilization , paper 
74-444, presented at the AIAA 5th Communications Satellite Systems 
Conference, 22-24 April 1974. 

This experiment in utilization of domestic satellite 
communications was designed to evaluate performance of various 
techniques under development to support efficient, flexible use of a 
full transponder of a geostationary repeater satellite similar to 
those to be deployed for U.S. domestic service by 1975. The 
techniques under development are in the following areas generic to 
satellite communication technology: (1) multiple-access digital 

communication, (2) network and resource assignment control, and (3) 
encoding of traffic for digital transmission. The results of the 
experiment concern the characterization of the equivalent IF channel 
mode available by the vendor services, the operability of various 
algorithms and techniques for utilization of the satellite path 
channel capacity, and performance when handling real and simulated 
traffic while interconnected with IBM's private line network. 


Metzger, L. S., Group 64, On-Board Satellite Signal Processing , 
Technical Note 1978-2, Vol. 1, Lincoln Laboratory, January 31, 1978. 

Conventional communication satellites using transponders can 
provide high efficiency communications in an unstressed (low noise) 
environment between terminals of the same type. However, such 
satellites are not suitable for providing such capabilities as anti- 
jam protection or inter-connectivity of messages between terminals 
of different types, both important for military communications 
purposes. On-board satellite signal processing can provide these 
and other capabilities. This report discusses on-board processing's 
advantages and costs, and shows how it can be incorporated into a 
system concept. 


Metzner, J. J., Conservation of Satellite Transmitter Energy with 
Propagation and Demand Variation , Presented at the NTC '78, 3-6 
December 1978, paper 40.6. 

This paper is concerned with the discussion and evaluation of 
strategies which may significantly reduce satellite average power 
requirements for data communication with propagation and demand 
fluctuations. Assumptions of signal- and message-processing 
capabilities beyond current practice are made. Also, an 
unconventional downlink modulation format which emphasizes 
transmitted energy usage roughly proportional to amount of data 
transmitted is assumed. 
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Microwave Components Catalog, 1978 , Omni Spectra Microwave Component 
Division, Merrimack, New Hampshire, 

Omni Spectra is a leading manufacturer of microwave components 
offering a broad range of products from simple terminations and 
attenuators to complex microwave integrated circuit assemblies. 


Microwave Semiconductor Handbook , HB-400B, Microwave Associates, 
Inc., August 1976. 

This is Microwave Associates 1976 catalog for receiving diodes, 
control diodes, power generation, and amplification devices, and 
other special more complex products. 


Miller, D, L. , Military Satellite Communications Systems , presented 
at the NTC '76, 29 November - 1 December 1976, pp. 25.1/1-4. 

This paper is a brief summary of satellite communication 
systems used for military application. The subject is presented as 
a clarification of the numerous military systems and to offer 
insight as to how and why these systems exist in their current form. 


Mittra, R. , A Review of Performance Characteristics of Satellite 
Antennas and Some Observations on Future Directions in Satellite 
Antenna Design , Eascon '77. pp. 25-2A/8, 26-28 September 1977. 

A general review of the state-of-the art and new directions in 
research and development of spacecraft antennas is presented. Three 
general classes of antennas are discussed: phased arrarys, lenses 

(dielectric and waveguide), and reflector antennas. Presently, the 
antenna with most applications is the reflector with considerable 
research being performed to improve its scan and multiple beam 
characteristics. Future applications for spacecraft antennas and 
research goals to meet these projected needs also are discussed. 


Mohanty, N. C,, Mul tiple Fra nk-H iemiller Signals for Multiple Access 
Systems, IEEE Transactions on Aerospace and Electronic Systems, Vol . 
AES-11, No. 4, July 1975, pp. 622-628. 

In view of the fact that the Frank-Hiemiller (FH) signal has 
the property that its periodic autocorrelation is zero, it is 
desirable to generate multiple FH signals for possible use in a 
multiple-signal environment and, in particular, in multiple-access 
conuiiunication systems. These multiple FH signals are generated by 
tranformation of an FH matrix whose consecutive rows describe an FH 
signal. The periodic and nonperiodic autocorrelation and cross 
correlation of the multiple FH signals are derived. It is shown 
that the periodic autocorrelation of multiple FH signals preserves 
the ideal properties of FH signals, and nonperiodic cross 
correlation is bounded by 1/sin (n/7r) , where n is the number of 
phases. In this context, a formula for nonperiodic autocorrelation 
for FH signals is derived and plots of the autocorrelation of FH 
signals of length 81,100 and 121 are given. The bound derived for 
the periodic and nonperiodic cross correlation is applied to find 
the performance of multiple-access spread-spectrum satellite 
communications 


Mohanty, N. C., S pread Spect rum and T ime D ivision Mul tiple Access 
Satellite Communications, IEEE transactions on Communications, Vol. 
COM-25, No". 8' pp 78 10-8 15, August 1977. 

Although TDMA satellite conm'iuni cations provides the highest 
traffic capacity per satellite and offers efficient transmission of 
a wide variety of services, it suffers from network timing and 
ranging requirements and message security. On the other hand, 
spread spectrum multiple access (SSMA) satellite communications is 
suited for reliable random access and factual transmission systems. 
Orthogonal functions such as Rademacher, Haar, and Walsh or 
pseudonoise sequent coding of amplitude and phase of the analog 
message or code division of baseband signals, frequency and time 
hopping are among the several methods employed for spread spectrum 
communications. A combination of TDMA and SSMA can be used for 
asynchronous and reliable transmission of digital or analog signals. 
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Morrow, W. E., Jr,, Communications Satellite Systems in the 1980' s, 
Lincoln Laboratoi-y, presented at the NASA 14th Annual Goddard 
Ne-norial Symposium, 12 March 1976, 

Initially the objective in the communication satellite efforts 
was that of transoceanic multi-channel voice and TV transmission 
between fixed locations. There is general agreement today that this 
objective has been successfully achieved with the operation of the 
INTELSAT system. In addition initial efforts have begun on various 
types of domestic multi-cliannel communications satellite systems. 


Morrow, W. E., Jr., Technology for Future Satellite Communication 
Systems, Space Applications Board Committee on Satellite 
Coimminications , Lincoln Laboratory, 1976. 

This paper discusses technology opportunities for advanced 
satellite communications systems, E. Rechtin's ideas have been 
incorporated in this discussion. 


Muratani, T. , Satellite Switched Time - Domain Multiple Access, 
Eascon 74, pp, 189-196. 

Three key elements of the SS-TDMA system are discussed. For 
the microwave switch matrix various types of redundance are 
presented and evaluated. The distribution control unit, consisting 
of a small nimiber of MOS/LSI chips, will be able to achieve 
reliability objective with small weight and power consumption. The 
frame synchronization techniques are also categorized and evaluated. 
A capacity comparison of SS-TDMA and FDMA/TDMA satellites shows an 
increase of over 30 percent in available capacity through the 
adoption of the SS/TDMA system. 
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Nackoney, 0. G. , GTS 11.7 GHz Propagation Measurements ~ First Year 
Data Report , TR 78-471.1, GTE Laboratories, Waltham, MA, September 
1978. 


This report gives the results of a project conducted by GTE 
Laboratories to measure the 11.7 GHz GTS beacon rainfall induced 
attenuation at Waltham, MA. It includes a description of the 
receiver terminal and data collection system. A summary of the 
first year's data is reported and statistics for attenuation and 
rainfall are presented. Prediction techniques which may be useful 
in determining attenuation from rainfall statistics are discussed. 
Also covered are general observations concerning the character of 
fade events, including signal enhancement observed at the GTE Labs 
terminal . 


Nakatani, D. T. , and Plateau, S. L., Multiple Beam Antenna Design 
for Satellite Gommunication Systems, presented at the IGG '77, June 
12-15, 1977, pp. 317-321. 

A lightweight, low loss antenna system that adapts on command 
to changing communication scenarios is described. The heart of the 
antenna system is a low loss, thermally stable beam forming network 
which in conj uncation with a wideband focusing lens provides 
variable average beams. The beam forming network is fully flexible 
in transmitting or receiving or receiving energy from 6l feed horns 
to create narrow spot beams, area coverage beams, on earth coverage 
beam and combinations of area coverage with multiple spot beams. 
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NATO, The_ Impact of Fiitui-e Developments in Communxca_tipnSj 
Information Technology and National Policies on_ the Work of 
Aerospace information Specialist, AGARI) Conference Proceedings, No. 
228,' SepTfeniiier 1977. 

The role of the in 'ormation specialist is undoubtedly changing 
with the advent of the rapid development of new communication 
techniques combined with greatly i-educed unit costs of communication 
hardware and it may also be desirable for him to influence their 
future course. The theme c ‘‘ this meeting was to identify the main 
trends in communications and information technology, to assess their 
impact on the information specialists, and to consider what other 
developments might be desirable, particularly in relation to 
aerospace scientific and technical information. To this end, it 
brought together those in the forefront of these technologies and 
the information specialists who will have to make use of them, or 
provide complementary services, in order that each may benefit from 
the others knowledge and experience. In addition, a number of 
papers outlined national plans for the future of their scientific 
and technical information activities. 


Ng, S. F. W. , and Mark, J. W. , A Multi acc ess Mode l fo r Pa cket 
Switclui^ WiU\ a Satellite Having Some Proc ess ing C apabi lity, IEEE 
Transactions on Communications, Vol. C0M~^5 , No. 1, January 1977, 
pp. 128-169. 

A multi-access model for packet switching with a satellite 
having the capability of interrogating the uplink header and 
creating the downlink header is proposed. The satellite broadcasts 
slot assignments, based on the users' reported queue status, to the 
users for transmission in the next frame. With the protocols being 
done at both the earth stations and at the satellite, the proposed 
multi-access model avoids collisions that are prevalent in schemes 
of the ALOHA type. 
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Ng, S, F. W. and Mark, J. W. , A New Multi-Access Model for Packet 
Switching With an Intelligent Satel l ite , International Conference on 
Computer Communications, 1976, pp. 117-122. 

A new multi-access model for packet switching with an 
intelligent satellite is proposed. The satellite broadcasts slot 
assignments, based on the users' reported queue status, to the users 
for transmission in the next frame. With the protocols being done 
at both the earth stations and at the satellite, the proposed multi- 
access model avoids collisions that are prevalent in schemes of the 
ALOHA type. The actual model is too complex to handle analytically. 
Analytical equations for a two-group model are derived. Calculated 
and simulated buffer overflow probabilities as a function of traffic 
intensity and buffer size are compared. Also evaluated by means of 
computer simulation is the performance of the actual model in terms 
of average system delay as a function of traffic intensity. 


Nichols, S., et al., Alternative Communication - Satellite 
Gonfiguratins , Volume 1 - System Concepts and Evaluations , Naval 
Research Laboratory, September 13, 1977, Washington, DC. 

A review of potential threats and the vulnerability of 
spacecraft followed by an examination of potential reductions in 
vulnerability obtainable through a departure from orthodox systems 
and orbital parameters is pursued. Alternative configurations are 
presented based on the premise that the space shuttle will provide 
opportunities for a more creative approach to space-system design. 
Relative vulnerabilities of six classes of satellite constellations 
along with the conventional synchronous equatorial orbit are 
compared in light of the more likely threats. Establisliment of 
communication links, complexity of networks and system performance 
are assessed with respect to proliferation and alternative routing 
as means of decreasing system vulnerability. A conceptual 
spacecraft design is developed to illustrate a space subsystem 
meeting the typical communications requirements with decreased 
vulnerability. Conclusions and recommendations are offered to 
suggest a departure from the present evolutionary trends and 
identify new concepts to be pursued for Navy communications 
satellites . 
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Nosaka, K. , and Muratani, T. , G5 - New Satellite Transponder with 
R ege nerative Repea ter and Higher Orde r DPSK for T DMA / SDMA Sys tem , 
Telecommunications Nuroeriques par Satellite, pp. 460-468. 

A new satellite transponder with a regenerative repeater and 
the associated transmission system of double differential encoded 
PSK (2nd order DPSK) signal are proposed and they are applied to the 
TDMA/SS/SDMA system. This newly proposed system has many advantages 
in respect to the satellite configuration and earth station 
equipment . 


Noweck, H. E. , A Prospectus for the Ev olution of t he CC l S Networ k, 
Presented at the NTC '78 Conference, 3-6 December 1978, paper 31.4. 

This paper gives the planned evolution of the signaling network 
starting with the existing toll Common Channel Interoffice Signaling 
(CCIS) network and ending with a hierarchical signaling network 
configuration comprising a toll signaling traffic level and a 
metropolitan signal traffic level which are interconnected. 
Conceptually, the configurations for each level are identical. 


Nuspl, P.P. , Proposed Experiments in Regional T D MA With Demand 
Assig n ment , Communications Research Centre Canada , Les Systemes , (c . 
1974)7 pp. 18-25. 

The Communications Research Centre is planning to carry out a 
series of experiments to investigate the application of Time- 
Division Multiple Access (TDM) to satellite communications. These 
experiments will make use of the Communications Technology Satellite 
to be Launced into geostationary orbit in 1975. The spacecraft 
development is a joint program between Canada and the United States 
to explore the application of developments in advanced technology to 
satellite communication systems. Recently, ESRO (European Space 
Research Organization) has joined the program to space-test some key 
hardware items. This paper is confined to discussions of the 
proposed TDMA experiments and relevant spacecraft and ground station 
parameters . 
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Nuspl, P. P. , et al. , Synchronization Methods for TDMA , Proceedings 
of the IEEE, Vol. 65, No. 3, March 1977, pp. 434-444. 

A survey is given covering synchronization techniques for 
large-capacity time-division multiple-access (TDMA) systems using 
geosynchronous satellites. Five i.mportant classes are identified 
and compared. Also, several methods of initial acquisition are 
described. The fundamentals of multiple access and TDMA in 
particular are presented. Summary descriptions and comparisons of 
the TDMA systems developed to date are given for experimental, 
prototype and operational systems. Some important related 
technologies are introduced. It is concluded that TDMA is in a 
maturing period. 


Opferman, D. C., and Tsao-Wu, N. T., On a Class of Rearrangeable 
Switching Networks - Part I: Control Algorithm , The Bell System 

Technical Journal, Vol. 50, No. 5, May- June 1971. 

An algorithm is developed to control a class of rearrangeable 
switching networks, particularly with the base-2 structure. Various 
methods of implementing this algorithm are also described. System 
organization and processing time for rearranging the network are 
studied and shown to be practical. This paper begins with a brief 
discussion of the general structure of RSNs , followed by the 
development of a method for the control of these networks and its 
practical implementation. The relationship between the network 
structure and the ease (or difficulty) with which it can be 
controlled are also be discussed. 


Payne, J. W. , CGIS Network Administration , Presented at the NTC'78, 
3-6 December 1978, Paper 31.5. 

With the introduction of the Common Channel Interoffice 
Signaling (CCIS) Network direct signaling and processing 
implementation, there is an increasing need to allocate more 
resources to the administration of the network and the services it 
provides. The Bell System has given a high priority to this effort 
and is devoting considerable resources toward the development of 
systems and methods which will insure that the administration of 
these services and the CCIS network in general will be performed 
efficiently and effectively. 
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Petschacher, R. , a.id Russer, P., Demul t iplexer Using Fast Hybrid 
In tegrated ECL-Gates for 1 Gbit/s PCM Signal s, 7th European 
Microwave Conference (MICROWAVE '77), 5-7 September 1977, 

This paper describes a demultiplexer combined with a clock 
regenerator for 1 Gbps PCM signals. The demultiplexer divides the 
incoming signal into four parallel 250 Mbps channels using fast 
hybrid integrated ECL-gates with rise time of less than AGO ps. All 
clock signals needed to drive these gates are extracted from the 
input signal by a phase locked loop using two frequency doubler 
stages between the local oscillator and the phase detector. Since 
the logic levels and supply voltages of the hybrid integrated ECL- 
gates are fully compatible with those of monolithic integrated ECL 
circuits, such ECL-circuits can be directly connected to the outputs 
of the demultiplexer. 


Philco-Ford Corporation, Computer to Computer SATCOM Link-Final 
Report , WPL-TR 2437, 15 July lf'70. 

This final report describes the work performed on the SATCOM 
Computer-to-Computer Data Link. The system is a high data rate 
(>50 kbps), extremely low error rate communications link accomplishing 
the transmission of large quantities ot computer data between two 
mutually remote locations via a satellite link. The system was 
designed with four major goals in mind: (1) provide an efficient 

and reliable hardware design, (2) provide a good software design, 
both in terms of proper and efficient data handling and in terms of 
providing an efficient and ea.sy man-machine interface, (3) provide a 
high-efficiency, high-speed tape data transmission system, and (4) 
provide a low error rate link to provide almost ej.ror free data 
transmission. All four goals were achieved in this study. 


Philco-Ford Corporation, Time Division Multiple Access Modem for 
Communication Sa t ellite Links - Final Report , WDL-TR 4361, 25 
November 1970. 

This linal report summarizes the work performed on an 
experimental TDMA communications link for use with the Defense 
Satellite Communications System (DSCS) . The principal goals in this 
program were to: (1) develop a system to improve the efficiency of 

existing communication satellite links, (2) design, develop, 
fabricate, test and deliver two complete modems capable of 
satisfying the first goal, and (3) develop the system to accomodate 
a broad range of users (small and large). All three goals were 
achieved in this study. 
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Pool, S,, et al., The Implementation for American Foreign Policy of 
Low-Cost Mon-Voice Cororounication, A Report to the Department of 
State . PB-256 064, October 1975 (3 Volumes). 

The paper is about the possible effects on international 
relations of certain new technologies of communication specifically, 
data communication via computer networks, packet switching and 
satellites. Technology exists today that would, if used, reduce the 
cost of global teletypewriter communication to levels apprxoimately 
like the present costs of the mails or local telephoning. Such low 
cost, high speed, long distance communication facilities would if 
implemented, profoundly modify patterns of international interaction 
in business, science, and government. The report attempts to 
outline, for the benefit of the State Department some facts 
regarding the technology of low cost transmission of text and their 
implications. It also outlines policy alternatives that the 
Department should consider. 


Ramasastry, J., et al., Advanced Wes tar SS/TDMA System , Presented at 
the 4th International DSC Conference, 23-25 October 1978, pp. 36-43. 

This paper presents an overall description of Western Union's 
Satellite Switched/Time Division Multiple Access (SS/TDMA) system. 
This combined C/K band satellite system is based on a shared mission 
concept with NASA's Tracking and Data Relay Satellite System. This 
paper also presents a system design and equipment description that 
is cost effective and efficient. 


Reber, E. E. , et al., On Rainfall and Space Diversity for 
Millimeter-Wave Earth-Satellite Communications Syste ms, NTIS AD-757- 
506, Aerospace Corporation, 15 March 1973. 

Space diversity, i.e., the use of several widely spaced 
terminals, is examined as a means of reducing the probability of 
simultaneous rainfall in milimeter-wave earth-satellite 
communications systems. The concept of space diveristy, both as a 
function of the distance between terminals and the number of 
terminals is examined on the basis of hourly rainfall data for the 
10 year period from 1 January 1960 through 31 December 1970. The 
probabilities of simultaneous rainfall occuring in a space diversity 
system are shown to be a systematic function of the spacing and 
number of terminals in the system. 
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Reinhard, K. L. , Analysis of a Pseudo-Random Network Timing Systems 
f or Time-Division Multiple Access Communications , RADC-TR-67-364, 
September 1967 . 

A technique for establishing time synchronization in a Time- 
Division Multiple Access communications system is described and 
analyzed. The technique involves the transmission and correlation 
reception of a network timing signal. The timing signal consists of 
a pulsed envelope carrier bi-phase modulated by a maximum-length 
pseudo-random sequence. Tracking of the pseudo-random timing signal 
is accomplished in an envelope correlation delay-lock receiver. 
Expressions for the rms timing error in the presence of additive 
Gaussian noise are derived. The expressions indicate the dependence 
of timing error on pseudo-random bit duration and code length, 
receiver IF bandwidth, and the ratio of input signal power to noise 
power density. 


Reinhart, E. E., Multiple Access Techniques for Communicati.ons 
Satellites: Analog Modulation, Frequency-Division Multiplexing, and 

Related Signal Processing Methods , RM-5117-NASA, RAND Memorandum, 
December 1966. 

This memorandum provides an elementary comparison-oriented 
description of analog modulation methods and the techniques of 
multiplexing and signal processing normally employed with them. 


Reudink, D. 0. , Problems and Challenges in Satellite Communications 
Frequency Reuse - Antennas and Components , Microwave Symposium, IEEE 
MTT-5 International 1976. 

There are at present three frequency bands allocated for 
communication satellites in the U.S. The first frequency is at 4/6 
GHz with a 500 MHz bandwidth available. These satellites are 
basically frequency translators with saturating amplifiers using 40 
GHz wide channels. The second frequency is from 11.7 - 12.2 GHz 
downlink and 14,0-14.5 GHz uplink. Although this band is also 500 
GHz wide, it is possible to achieve moderately high capacity systems 
through polarization and spatial frequency reuse. The third and 
highest frequency band allocated for communication satellites has 
2.5 GHz bandwidth with the uplink nominally at 30 GHz and the 
downlink at 18 GHz. This paper shows how highly reliable service 
can be provided without the need for diversity earth stations. 


78 


Reudink, D. 0., Spot Beams Promise Satellite C omm unicaL io n Break 
Through , IEEE Spectrum, September 1978, pp. 36-42. 

In satellite communications, wide-area coverage and high 
antenna gain are generally mutually exclusive. For wide-area 
coverage, the emergency technology of TDMA utilizes a satellite's 
resources very efficiently, but at a cost of straining today's 
satellite technology to improve signal gain. High antenna gain is 
possible using another emerging technology, spot-beam antennas, but 
their coverage is limited to smaller geographic areas. Now a 
technique has been found that uses T3MA to provide high antenna gain 
over a wide area of coverage. This technique uses scanning spot- 
beam antennas. 


Reudink, D. 0. and Yeh, Y. S., A Scanning Spot-Beam Satellite 
System , The Bell System Technical Journal, Vol. 56, No. 8, October 
1977, pp. 1549-1560. 

Proposed is a satellite with a high gain, movable spot beam to 
communicate with individual earth stations time-sharing a single 
channel in the TDMA mode. It is estimated that this approach could 
readily save some 20 dB in the link budget while still providing 
full U.S. coverage. When this 20 dB is apportioned with the 
objectives of reducing the earth-station antenna size, increasing 
the satellite capacity and reducing transmitter power, the effects 
are dramatic. This technique can be combined with a fixed-spot beam 
serving major traffic areas. This combination can provide both full 
area coverage as well as multiple reuse of the frequency band. A 
TDMA burst organization is proposed and estimates of burst lengths, 
beam switching intervals and buffer storage size are made for a 100 
earth-station networking operating on a 600 Mbps channel. A phased 
array antenna with each element irradiating the entire U.S. is 
employed to form the movable spot-beam. This provides an attractive 
solution even though a closed-loop beam-forming algorithm may be 
required. It appears feasible to construct such an antenna with 
nearly 50 dB gain capable of forming a spot beam toward any position 
within the continental United States with a switching time of a few 
nanoseconds . 
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Reudink, D. 0., and Yeh, Y. S., A R apid Scan Area-Coverage 
Comm unicat ion Sat ellite, Paper no. 78-548, Presented at the AIAA 7th 
CS^ Conference, *24-27 April 1978, 

A TDMA burst organization is proposed, and estimates of burst 
lengths, beam switching intervals, and buffer storage size are made 
for a network operating on a 600 Mb/s channel. Antenna 
configurations forming rapidly scanned spot beams are discussed. A 
phased array with each element radiating over the entire U.S. 
appears to provide an attractive solution. An antenna capable of 
forming 100 spot beams with nearly 50 dB gain toward any point on 
the continental U.S. appears feasible. 


Reudiuk, D. 0., et al,, Sp ectral Reuse in 12 GHz Satellite 
C ommunication Systems , presented at the ICC '77, June 12-15, 1977, 
pp. 32-35. 

This paper examines the system implications of multiple spot 
beam frequency - reuse satellite systems. Several problems unique 
to such systems are identified and possible solutions are discussed. 


Reudink, D. 0., et al., Methods for Achieving High-Capacity 
Universal Serv i ce Satellites , Presented at the NTC'78, 3-6 December 
1978, Paper 8,2. 

A scanning beam which scans the entire country utilizes the 
frequency spectrum only once and is therefore limited in its 
capacity. It is possible to combine fixed spot beams together with 
a scanning spot beam to create a very large capacity satellite 
system. This would be achieved by having the spot beam utilize one 
polarization and the scanning beam the other. Interconnection would 
be accomplished through an on-board satellite switch. Several of 
the details of a hybrid spot beam scanning beam system are examined. 
If one envisions multiple scanning spot beams, then it is possible 
to achieve not only high capacity but also high transponder 
efficiency. Those things required to achieve a satellite system 
which has multiple, fully steerable scanning spot beams are examined 
and the implications and advantages of such a system in serving a 
broad spectrum of temporally and spatially varying traffic are 
discussed. 
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Rhodes, S. A., Preamble Requir ements for B ur st-Type QP SK Sate l lite 
Communications Under L ow Es/No Cond itio ns , COMSAT Laboratories 
presented at the NTC '77, December 5-7, 1977. 

Preamble requirements for carrier synchronization are 
investigated for QPSK burst communications via satellite in which 
carrier phase is acquired independently on each received burst. 
Typically, a fourth-power operation is used for modulation removal 
so that the carrier phase may be tracked throughout the modulated 
message burst. When synchronization must be acquired under low 
Es/No conditions which might be the case when EEC coding is 
necessary for reliable communications, use of the fourth-power 
method of modulation removal results in very long preamble 
requirements. A combined modulation removal technique that utilizes 
squaring during a BPSK preamble and squaring plus decision feedback 
during the QPSK message burst allows reliable carrier 
synchronization with preambles of moderate length even with low 
Es/No. 


Roberts, L. G., Dynamic Allocation of Satellite Capacity Through 
Packet Reservation , National Computer Conference, 1973, pp. 711-716. 

If one projects the growth of computer communication networks 
like the ARPANET to a worldwide situation, satellite communication 
is attractive for intercommunicating between the widespread 
geographic areas. For this variable demand, multi-station, data 
traffic situation, satellites are uniquely qualified in that they 
are theoretically capable of statistically averaging the load in 
total at the satellite, rather than requiring each station or 
station-pair to average the traffic independently. However, very 
little research has been done on techniques which permit direct 
multi-station demand access to a satellite for data traffic. For 
voice traffic statistics, COMSAT Laboratories has developed highly 
efficient techniques: the SPADE system currently installed in the 

Atlantic which permits the pooled use of 64 kb PCM voice channels on 
a demand basis, and the MAT-1 TDMA (Time Division Multiple-Access) 
experimental system. Both systems permit flexible demand assignment 
of the satellite capacity, but on a circuit-switched basis designed 
to interconnect a full duplex 64 kb channel between two stations for 
minutes, rather than delivering small blocks of data here and there. 
This work forms the technical base for advanced digital satellite 
communication, and provides a very effective means for moving large 
quantities of data between two points. However, for short 
interactive data traffic between many stations, new allocation 
techniques are desirable. 
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Rozec, X., and Assal, I., Microwave Switch Matrix tor Communications 
S atellites , IEEE International Conference on Communications , 1976. 

A lightweight, low-power-consuming, 16x16 microwave switch 
matrix has been designed for communications satellites at 3.95 GHz 
center frequency. The design approach has adopted a cross-bar 
configuration in MIC to provide full interconnect flexibility within 
the 500 MHz communications band. 


Rubin, I., Group Random Access Disciplines for Multi-Access 
Broadcast Channels , GCLA-ENG-7745, University of California, School 
of Engineering and Applied Science, June 1977. 

A Group Random-Access (GRA) access control discipline for a 
multi-access communication channel is presented and studied. A GRA 
scheme uses only certain channel time periods to allow some network 
terminals to transmit their information-bearing packets on a random 
access basis. The channel can thus be utilized at other times to 
grant access to other terminals, or other message types by applying, 
as appropriate, group random-access, reservation or fixed access- 
control procedures . GRA schemes could also be utilized to provide 
channel access to various network protocol packets. The average 
packet delay under a GRA discipline is evaluated by a Markov ratio 
limit theorem. To stabilize the channel the GRA procedures is 
controlled dynamically by a control policy which repeats any newly 
arriving packets within certain time periods. Studying the 
associated Markov decision problem, the optimal control policy is 
characterized as yielding a minimal average packet delay under a 
prescribed packet probability of rejection. This policy is shown to 
be a single-threshold scheme for which t'=ere exists a tnreshold 
value which attains the minimum probability of rejection. 

Performance curves are presented to demonstrate the excellent delay- 
throughput characteristics induced by GRA procedures. 


Rubin, I., Integrated Random-Access Reservation Schemes for Multi- 
Access Communication Channels , UCLA-ENG-7752, University of 
California, School of Engineering and Applied Science, July 1977. 

Integrated Random-Access Reservation (IRAR) access-control 
schemes, for multi-access communication channels, are presented and 
studied. Under an IRAR scheme, newly arrived packets can be 
designated for reserved or random-access transmission. In the 
latter case, if a collision occurs, each colliding packet is 
assigned for transmission by reservation, rather than attempt 
another random-access transmission. 
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Rusch, R. J. et al., I NTELS AT V Sp acecraft Design Svimmary, Ford 
Aerospace & CommunicatTioiis Corporation, 1978. 

This paper describes the technical aspects of the Ford 
Aerospace & Conununications Corporation's current design of INTELSAT 
V, the largest commercial communications satellite ever designed and 
built for the INTELSAT. The spacecraft sy.stem design concept is 
described with emphasis on key technologies utili/.ed to configure 
the total spacecraft. Key systems aspects include a design summary 
with discussion of the communications, controls, telemetry, command 
and ranging, power, propulsion and thermal sutisystems as well as 
spacecraft-peculiar operational characteristics. Key technologies 
include use of graphite fiber reinforced plastics, contiguous band 
output multipliers, dual-polarization multiple-shaped antennas, 
dual-collector 11 GHz traveling wave tubes and electrothermal 
thrusters . 


Rydbeck, N. , and Sundberg, C. E., PCM/TDMA Satellite C ommunica t ions 
Systems with Error Correcting and Error Detecting Codes, Sweden: 
Ericson Tech, Vol. 32, No. 3, pp. 195-247. 

The effects of digital errors are analyzed for both uncoded and 
coded nonlinear PCM systems. Simple formulas for the digital noise 
are derived. The formulas are applicable for both block codes and 
convolutional codes. The effects of digital errors change with the 
input signal level. This is investigated for both natural binary 
PCM and binary folded PCM. The effects of digital errors in PCM 
systems modulated with differentially encoded 4 phase modulation are 
investigated. Both differentially coherent and coherent 
demodulators are considered. 
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Sanborn, P. M,, USN, Uni que Word s for Ident ific ation and 
Synchron^za y in TD^IA _Sa tel fit e Co mm uni cations Sy stems , Ma s t.e r ' s 
Thesis, Naval Post-Graduate School, Monterey, California, AD-784- 
762, June 1974. 

In a TDMA system, many transmitting stations time share the 
same RF spectrum. Individual transmissions must be identifiable to 
distant receiving stations and must be synchronized so that no 
interference overlap occurs. A unique word sequence can serve both 
purposes. The basic concepts of a satellite communications TDMA 
system are briefly reviewed, with emphasis on functional receiver 
requirements. A correlation detection scheme is hypothesized from 
which false and misdetection probability expressions are derived. 
Criteria are then established for the selection of sequences 
suitable for use as unique words. Representative unique words of 
length 15 through 20 are included, along with an explanation of the 
difficulties encountered in devising an efficient computer search 
routine . 


Saruwatari, T. , et al.. Digi tal Tra nsmiss ion E xperiments with the CS 
Satelli te , Presented at the 4th International DSC Conference, 23-25 
October' 1978, pp. 283-290. 

The Japanese medium-capacity communications satellite for 
experimental purpose (GS) was launched on December 15, 1977 and put 
into the geostationary orbit on 24 December. There are six K-band 
(30/20 GHz) transponders and two C-band (6/5 GHz) transponders on 
the CS equipment platform. An experimental plan has been prepared 
by the Radio Research Laboratories (RRL) , Ministry of Posts and 
Telecommunications of Japan and involves many kinds of digital 
communications experiments. They are PSK fundamental transmission 
tests, PCM-PSK (telephone) communication experiments, HO-DPCM-PSK 
(television) communication experiments, PCM-PSK-TDMA communications 
experiments involving site diversity switching techniques, M-PSK- 
SCPC experiments, and digital SSRA experiments. 
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Schmidt, W. G, and Cooperman, R. S., A ^atelHte Switched SDMA/TDMA 
Syst em f or a Wideband Mu lti beam Satellite, presented at Proc. Inter. 
Conf. Comm., June 1973. 

Communications traffic studies indicate that the next 
generation of INTELSAT satellites can be expected to utilize 
wideband multibeam communications equipment. This paper outlines a 
complete satellite switched SDMA/TDMA communications system designed 
to operate with this next generation of satellites. Three major 
topics are discussed: the earth terminals, the spaceborne 

equipment, and the traffic allocation techniques. The 
interconnectivity between the various spot beams and between 
different communications bands is provided by a spaceborne 
distribution center. 


Sclimidt, W. G., An On-Ro ard Switched Multiple Access S ystem for 
Millimeter Wave Satellites, in Proc. INTELSAT/IEEE Conf. 1969, pp. 
399-407. ■ 

As the spectrum allocations in the 46 GHz region become less 
available and more precious, there is considerable interest in the 
possibilities afforded by use of the millimeter wave region for 
satellite communications. While the spectrum allocation potentially 
available in this region is significantly greater than that of the 
4-6 GHz region, there are a number of technical problems associated 
with millimeter wave communications systems. However, one bright 
spot is that antennas in this region can be smaller with equivalent 
gain and more amenable to the development of multiple highly 
directive spot beam patterns. A satellite employing such multiple 
spot beam antennas for both receive and transmit functions would be 
capable of effective reuse of portions of the spectrum that would 
not be available if only global coverage antennas were utilized by 
the satellites. This paper describes a multiple access technique 
which enables optimal use to be made of the highly directive 
properties of millimeter wave technology to achieve this saving in 
frequency spectrum. 
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Schmidt, W. G. , S atellite Time-Division Multiple Access Systems : 
P ast, P resent and Future , Telecommunications, Vol. 7, No. 8, August 
1973, pp. 21-24. 

As both satellite and earth station technologies associated 
with commercial satellite communications mature, there is a 
noticeable trend toward digital transmission for a variety of 
reasons. For the terminals with medium to heavy traffic loads, the 
use of TDMA promises a maximum utilization of existing satellite 
capacity, minimum uplink power control and a highly flexible means 
for handling any type of traffic (e.g., voice data, facsimile, or 
TV) in any required mode of operation (preassignment, time 
assignment or demand assignment). A brief survey is presented of 
the development of TDMA technology and a glimpse into the future of 
such work, such as satellite-switched TDMA. 


Schmidt, W. G. , Satellite Switched TDMA Transponder Switched or Beam 
Switched , Paper No. 74-460, AIAA 5th Communications Satellite 
Systems Conference, Los Angeles, CA, April 1974, pps. 22-24. 

For satellite communications in the 1980 's there is a strong 
trend toward wideband communications packages utilizing a 
multiplicity of narrow high powered beams. There are numerous 
advantages to this trend; a disadvantage, however, is the burden 
this technology places on the interconnection flexibility of the 
satellite. To restore this interconnection flexibility, an on-board 
real-time time division multiple access (TDMA) communications system 
linking the stations has been proposed. This approach has been 
broadly termed satellite-switched TDMA (SS-TDMA) and is based upon 
the switching occuring between multiple transponders, each with 
fixed antenna pointing. Another class of SS-TDMA incorporates 
individual transponders with variable antenna pointing (beam- 
switched). This paper explores and develops the conceptual 
configuration and technology base for both types, considers the use 
of on-board regeneration, and closes with a treatment of the 
advantages of SS-TDMA to mobile and military satellite 
communications . 
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Schnieder, K. S., and Katz, J. L. , A Comparis on of Sat elli te 
Processing Technijj^uc^s fo r the Coher^ent Additive Jflii^ Gaussian N oise 
Chan nel , 'NTC"77T - - ^ ^ 

With conventional repeater satellites uplink performance is not 
independent of downlink performance. Deleterious effects occurring 
on the uplink are translated to the downlink. By carrying out 
signal processing on-board the satellite the de>pendence between 
uplink and downlink performance can be reduced. Such processing 
adds to the complexity of the satellite. It also inherently denies 
the downlink user statistical information about the uplink 
transmission process. However, its net result may possibly be to 
provide an increase in overall communication efficiency. 


Schneider, K. S., O ptimum Demodulatio n of C ode Mud tip^lexed S ign als , 
Presented at the NTC '78, 3-6 December 1978, Paper 20.2, 

In this work two new receiver processors are derived for code 
division multiplexed signals. The first addresses the situation in 
which the code division multiplexed signals are all synchronized. 

The second addresses the asynchronous case. Both operate by 
demodulating all signals together. The performance attained in both 
cases is optimum. The processors provide i significant advantage 
over the commonly employed technique of demodulating each signal 
individually. 
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Schreiber, H. H. , Communic a tio ns with Walsh Waves , presented at the 
1976 IEEE International Symposium on Electromagnetic Compatibility, 
Symposium Record, 13-15 July 1976, pp, 258-263. 

The spectra of unmodulated Walsh waves radiated from a small 
electric dipole are computed for ideal and trapezoidal 
approximations to Walsh function excitation. A link analysis based 
upon matched filter detection of the radiated Walsh waves received 
in thermal noise is presented. 


Schwartz, J. W. , Modulatio n Tec hniques fo r Multip l e Ac c ess to a 
Hard-Limit ing Satellite Repeater, Proceedings of the IEEE, Vol. 54, 
No.^5, Ma~y 1966, 763-777. “ " “ 

This paper considers the problem of devising modulation 
techniques that allow a large number of earth stations to use, 
simultaneously, a satellite repeater with the transfer 
characteristics of a wideband hard- limiting amplifier. Four 
distinct classes of modulation techniques and their singular 
properties are described. Three important design con Iderations are 
discussed: repeater bandwidth and power sharing, network timing and 

operational considerations. The paper provides a framework for 
further study of the multiple access problem. The hard limiting 
repeater is shown to accommodate a wide variety of signal designs. 

No single class of multiple access modulation techniques is found to 
be uniformly best in satisfying all needs of the diverse networks 
which can use communications satellites. 


Schwartz, 1., et al., The oretical and Experimental Results of a 
Distributed Serial to Paralle 1 and Parallel to Serial Converter for 
Gigabit Rate s, Presented at the 7th European Microwave Conference 
(MICROWAVE 77), 5-8 September 1977, p, 537. 

This paper presents experimental and theoretical results of an 
application of the SSL-principle (Series-gate Sampling Line) to the 
regeneration of fast digital signals. As demonstrated in this 
document, this procedure allows high speed data processing at 
gigabit rates by means of a spatial parallel to serial and serial to 
parallel conversion using Schottky diodes as fast switches between 
pieces of microstrip lines. Some results of a two year intensive 
theoretical and experimental investigation of the SSL principle are 
shown including experiences with a laboratory model of a base-band 
repeater operating at 1.25 Gbit/s. Preliminary experimental results 
demonstrate that the bit rate can be extended to 2.5 Gbit/s. 
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Scott, W. G. , et al., Design Tradeoff s for Multibeam Antennas in 
Communications Satellites , Aeronautic Ford Corporation, 1976. 

A TEM lens antenna is described that provides the capability of 
generating 6l low-sidelobe dual-polarized beams over a 17 degree 
field of view, at both 4 and 6 GHz. Isolation between these beams 
is examined and it is concluded that six of the available 61 beams 
may be used simultaneously in many different positions, while 
maintaining at least 27 dB isolation, for a total of 12 times 
frequency reuse. 


Sekimoto, T. , et al., A Time Division Multiple Access Experiment , 
ED-17-66, PB 179 201, Computer Sciences Corporation, Washington, DC, 
23 April 1968. 

This report contains the results of an experiment designed to 
determine the feasibility and practicality of TDMA as a solution to 
the problem of multiple access to a communications satellite. 
Although the concept of TDMA as applied to satellites is well known, 
experimental data or equipment was not available. Hence, this 
experiment was necessary in order to judge and compare TDMA to other 
methods of achieving multiple access. 


Shaft, P. D., and Roberts, J. A., Optimum Allocation of Multibeam 
Communications Satellite Resources , IEEE Transactions on 
Communications, Vol. COM-24, No. 10, October 1976, pp. 1195-12.00. 

Future communications satellites can be expected to employ 
multibeam antennas for both receiving (uplink) and transmitting 
(downlink). The use of multibeam satellite transmitting antennas 
raises the question of how to assign the transmitted power and 
antenna gain to each of the N beams so that optimum use is made of 
satellite resources. This problem is referred to as the downlink 
allocation problem. 
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Sherwin, R. P. , and Castro, A. A., Functional Requirements for On- 
Board Satellite Signal Accessing , Presented at NTC '78, 3-6 December 
1978, Paper 40.1. 

On-board satellite signal processing (demodulation, 
remodulation, demultiplexing, combining, decoding) has been utilized 
on a number of existing and planned military communications 
spacecraft to perform, for the most part, single specific 
communications functions. This paper discusses the general 
functional requirements for satisfying a number of different 
spacecraft communications applications including: (1) interference 
rejection, (2) baseband demodulation, combining and remodulation, 
and (3) on-board switching and rerouting. Each of these 
capabilities can be treated as common functions and utilized to 
perform a wide variety of communications applications, possibly on a 
combined basis. 


Shindo, S., et al., A 4-, 6-, 20- and 30-GHz Band Branching Network 
Using a Multi-Layer Dielectric Filter for a Satellite Communications 
Earth Station , IEEE Trans. Microwave Theory and Tech., Vol. MTT-24, 
No. 12, December 1976, pp. 953-8. 

This paper describes a four- frequency broad band branching 
network for transferring microwave (4 and 6 GHz) and millimeter wave 
(20 and 30 GHz) band signals between an antenna and transmitter/ 
receivers in a satellite communication earth station. A filter for 
separating the microwave band from the millimeter wave band employs 
a multilayer dielectric filter with matching layers and is included 
in the primary antenna feed system. The design method used for the 
multilayer dielectric filter and the construction and experimental 
results of the four-frequency broad band branching network are 
described. Measurements show that its insertion loss , VSWR, and 
axial ratio are less than 1.2, 1.2, and 2.1 dB respectively. 
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Shub, L. , et al., S ystem Ac cess Control Study , AD-782-256, National 
Technical Information Service, June 1974. 

This report presents a summary of a study conducted for the 
Transportation Systems Center of promising access control techniques 
which are applicable to an aeronautical satellite system. Several 
FDMA and TDM configurations are analyzed and compared which are 
capable of providing voice, data, and independent surveillance 
services. One of the FDMA concepts and a burst TDM system are 
rated highest and are presented in greatest detail. Procedures are 
outlined for different types of entry, beam switching, and handling 
various types of interconnections. Included are preliminary designs 
of the avionics instrumentation. 


S i nha , A . K . , A Mode 1 for TDMA Burst Assignment and Sched in^ , 
Comsat Technical Review, Vol. 6, No. 2, Fall 1976, pp. 219-51. 

This paper presents a simple mathematical formulation of the 
problem of time-division multiple-access (TDMA) burst assignment and 
scheduling for a general communications satellite system including 
an arbitrary earth station network, beam coverage pattern, and 
transponder configuration. Relevant concepts of beam overlap (over 
earth stations) burst overlap (in time) and earth station equipment 
requirements are introduced and precisely defined. In addition, 
useful parameters for evaluating the efficiency of system 
utilization are identified. Finally, a semianalytical algorithm is 
proposed for scheduling TDM bursts so that earth segment equipment 
requirements are minimized and achievable scheduling efficiencies 
are optimized for a given traffic data base and system 
configuration. An example of a schedule obtained from a newly 
prepared computer program based on this approach is presented. 


Smart, F. H. , The ANIK C 90 Mb/s Digital Service , Presented at the 
4th International DSC Conference, 23-25 October 1978, pp. 30-35. 

This paper describes some of the features of the ANIK C system 
and the design choices which Telesat has made in providing message 
services for heavy-route interconnection between major Canadian 
cites . 
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Smith, W. R. , Saw Filters for CPSM Spread Spectrum Communication , 
77CH 1264-1 SU, presented at the 1977 Ultrasonics Symposium 
Proceedings, 26-28 October 1977, pp. 524-528. 

CPSM spread spectrum wave forms consists of a sequence of 
contiguous pulses each of which is a short burst at one of two 
different frequencies. They have the advantage of lower special 
sidelobes and thus lower cross-channel interference than phase shift 
key (PSK) waveforms. This paper describes the use of SAW filters in 
a simple, cost effective modulator and a matched filter for CPSM 
communications sytems . The modulator converts a baseband binary 
coded pulse train to PSK and then by means of a SAW filter to CPSM. 
In the receiver, another SAW filter is used as a matched filter for 
maximizing the signal-to-noise ratio. It is often desirable to use 
alternate receiver filter design for additional suppression of 
spectral sidelobes in order to enhance rejection of interference and 
jamming signals with only a minimal penalty in signal-to-noise 
ratio. The SAW filter is ideally suited for this purpose because it 
is capable of good stopband rejection while maintaining low 
dispertion in a compact, cost-effective device. 


Soref, R. A., Secure Optical Matrix Switch , RADC-TR-78, CR-78-35, 
July 1978. 

Novel fiber-optic switching arrays have been developed to 
control the network configuration of a secure fiber-optic intercom 
system. A fiber-linked system containing six optical data terminals 
was built and has been matrix-switched by a multimode 3x2 array 
constructed in an 80-|im- thick single-crystal LiTaOz plate. 

Commercial multimode 0.15 NA fibers, 85-4-core diameter, have been 
directly and permanently coupled to the plate ends at the matrix 
input and output ports, one strand for each data channel. Using 
oblique incidence, the fiber light cone was collimated by a factor 
of 2.6 in the crystal. The optical data sources consisted of GaAs 
LEDs emitting at the 0.90 fim wavelength. Electrically controlled 
optical switching has been obtained with unpolarized TE- and TM-mode 
light launched in the crystal. 
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Stevens, G. , and Wright, D., 20/30 GHz S atell ite Systems Technology 
Needs Assessment , National Aeronautics and Space Adminstration - 
Lewis Research Center, pp. 207-216. 

NASA is involved in exploring the potential of the 20/30 GHz 
bands as evidenced by the propagation work in the ATS series by 
NASA-Goddard and, more recently, by the systems and market effort by 
NASA-Lewis. This paper focuses on the system and market work done 
by NASA-Lewis. Included are results of previous contractual and 
house studies as well as preliminary results of on-going market nnd 
system studies. Baseline concepts for evaluating technology needs 
are also included. 


Sullivan, D. P. , Future Trends in Military Communication Satellites 
Repeaters , lEE Trans. Aerospace Electron. System, Vol. AES 6, March 
1970, pp.‘ 129-136. 

The future development trends in military communication 
satellite repeaters will be dictated by greater spacecraft 
capability in terms of payload size, weight, power and complexity. 
These attempts are to better satisfy the satellite user's needs and 
desires. This paper presents the basic repeater configurations that 
have been employed and those that can be expected in the future, 
along with the user and development constraints on advanced repeater 
designs. The discussion points out diverging trends in RF frequency 
to allow easy user pointing and provide greater capacity, the trend 
toward channelization within the repeater and the various methoas 
used to reduce susceptibility to interference. Examples are given of 
advanced repeaters which demodulate and process received signals and 
which route RF signals between antennas. Also discussed is the 
possibility of employing a large processing ground station and the 
impact of future repeater configurations on terminal designs. 


Tangonan, G. L. , Low Power High Data Rate Modulator, Technical 
Report AFAL-TR-78-74, June 1978, F33615-77-C1007 . 

This program showed that the present approach to the 
development of a low-power high data-rate modulator is promising. 

The critical areas of optical damage, efficient coupling, and 
electro-optic modulator defection efficiency were addressed, and the 
state of the art in these areas was advanced significantly. 
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Taylor, R. C, and Huff, R. J. , A Modem/Controller for TDMA 
Communications Systems , RADC-TR-76-362, December 1976. 

This report discusses the design operation and capability of 
prototype TDMA modems developed for RABC. The applicable acceptance 
test procedures and both bench and link test data which demonstrate 
that the modems operate with a high degree of effectiveness are also 
presented. 


Technological Priorities for Future Satellite Communications , Office 
of the Director, Goddard Space Flight Center, July 1978. 

This paper reports an intensive study of technological 
priorities for future satellite communications performed by GSFC 
from January through May 1978. A high technology program is 
recommended for areas such as multibeam antennas component 
technology and intersatellite links. 


Teramura, H. , et al.. Field Trial for the Digital Facsimile Service 
Over The Satellite Circuit , Presented at the 4th International DSC 
Conference, 23-25 October 1978. 

This paper describes the international field trial and test 
results, the features of the Quick-FAX system, and some 
improvements . 


Theis, D. J. , Memory Technology Update , TOR-0078 (3475-20)-2, 
Contract No. F04701-77-C-0078, Los Angeles, CA: The Aerospace 

Corporation, December 28, 1977. 

Both memory chip devices and magnetic memory storage equipment 
have made significant improvements in the last few years especially 
in the areas of lower cost per bit and higher disk unit capacity. 
RAM's dominate the computer main memory designs while disk and tape 
units predominate the secondary memory needs. The gap in between is 
characterized by access times of a few milliseconds or less and many 
devices such as CCDs, Bubbles, EBAM and head memory systems which 
all use some form of magnetic tape media are surveyed to complete 
this memory technology update for 1978. 
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Threewitt, B. , Characteristics of CCD Memories with Applications to 
Commanicatioris Systems , presented at the ICC '77, June 12-15, 1977. 


The availability of dense, low-cost semiconductor memories has 
aided the development of sophisticated, reliable intelligent 
communications networks. Several technologies have emerged for use 
in computers tailored to communications system needs. Among the 
lowest in cost is the Charge-Coupled Device (CCD) technique. This 
paper describes the nature of CCD memories, their architectural 
characteristics, and some areas where the technique might be applied 
to network designs. 


Utlaut, W. F. , Spread Spectrum Principles and Possible Application 
to Spectrum Utilization and Allocation, Telecommunication Journal, 
Vol. 45-1/1978. 

Because of the continuing demand for more telecommunication 
capacity, to serve the worlds need for commerce and public safety, 
there is a continuing need for more efficient ways of sharing the 
radio spectrum. The conventional way of allocating the spectrum is 
by frequency division; however, for many kinds of services this is 
inefficient. Hence, it seems desirable to re-examine whether 
alternative procedures might not be necessary if the benefits of 
telecommunications are to be assured in the face of increased 
demand. Spread spectrum techniques, which are based on principles 
antithetic to those currently used in spectrum allocation for 
reducing necessary bandwidth, seem to offer benefits for spectrum 
sharing, for some applications, superior to those of frequency 
division. This paper provides a tutorial summary of some of the 
principles upon which spread spectrum systems have developed. 
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Uzunoglu, N. K. , et al., Scattering of Electromagnetic Radiation by 
P recipitation Par t icles and Propagation Characteristics of 
T errestrial an d 'ip ace Communication Systems , Proceedings of lEE, 

Vol. 124, No. 57May 1977, pp. 417-424. 

The results of applying the '.’i .dholm integral equation method 
of solution to the scattering of electromagnetic radiation from 
oblate spheroidal raindrops for the communication bands 4, 6, 11, 

14, 20 and 30 GHz are presented in this paper. These scattering 
amplitudes are then used to calculate propagation characteristics 
such as attenuation, phase rotation and cross polarization of a rain 
filled medium. The validity of using the Van de Hulst single- 
scattering equation is considered and conditions for its use 
presented. A new and more general relationship between horizontal 
and oblique propagation characteristics is presented which uses only 
the horizontal and zenith conditions to derive all others. Using 
Baussard's meteorological model for raindrops a new and more general 
model for the medium containing canted raindrops is presented. 
Attenuation and cross polarization equations are derived for both 
linear and circular polarization fo^ this model, which assumes a 
stochastic model for the counting-angle variations. Finally, the 
specific cases of terrestrial radio relay links and satellite 
communication links are considered and detailed results presented 
for each. A comparison of the theoretical results with experimental 
results for linear and circular depolarization at 11 GHz is also 
given. 


Van Tuyl, R. , and Liechti, C., Galleum Arsenide Spawns Speed , IEEE 
Spectrum, March 1977, pp. 41-47. 

High-frequency circuit and system designers now have an 
important new tool in their arsenal of technologies. Monolithic 
galleum-arsenide (GaAs) digital ICs have emerged, bringing with them 
the promise of milligigabit and higher data rates beyond the reach 
of present silicon-based integrated circuits. Applied to future 
systems, the new circuits would go a long way toward slashing the 
size, weight and eventually the cost of high-frequency electronic 
equipment, and, in the process, vastly enhancing the capabilities of 
equipment spanning the commercial and military worlds. The subject 
of this article is digital monolithic ICs built with the GaAs 
MESFET, (metal-semiconductor field-effect transistor) a type of 
junction field-effect transistor particularly suited to fabrication 
of GaAs, and one that can function as a microwave amplifier or 
subnanosecond switch. 
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Verina, S. N., and Fraley, D. , Sixty-Two Mb/s Transmission Via We'slar 
SatollUes, presented at the NTC '78, S-b December 1978, paper 11.2. 

This paper describes the test system configuration major 
subsystems, including the developed digital speech interpolations, 
TDMA HU/DUX and the CITE simulator. Test results are also briefly 
described. 


Viterbi, A. .1., Modulation Considerations for Processing Satellites, 
presented at the 1976 IEEE Region Six (Western USA) Conferenct on 
Energy for the Future, 7-9 April 197b, p. 210. 

Present day communication satellites employ linear or limiting 
repeaters v^ith virtually no signal processing capabilities. In 
constrast, the future military satellite repeater will generally 
contain a signal processor capable of acquiring signal parameters 
and using these to reduce the effects of interference. Demodulation 
and even decoding of coded signals in the satellite will improve 
performance and decrease uplink and downlink transmitter power and 
antenna gain requirements. The choice of modulation is critical to 
performance enhat cement by a processing repealer, particularly in an 
airborne environm uit perturbed by fading, scintillation ami 
international interference. Multiple frequency shift keying (MFSK) 
with time and frequency diversity is shown to be a rugged modulation 
technique for all these forms of interference. A comparison between 
simple binary FSK and diversity MFSK is drawn which shows dramatic 
improvements (on the order of 10 to 15 dll) possible with the latter 
in a processing satellite demodulator. Simple coding with decoding 
by the satellite processor provides further improvements of 3 to 4 
dB. This additional processing also has the advantage of decoupling 
the uplink and downlink interference and their cumulative effect on 
the link, which demodulation processing alone does not achieve. 
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Viterbi, A. J. , Error Bounds for Convolutional Codes ^ an 
Asyraj;)totically Optimum Bet^odiug M^oritlim, IEEE Transaction 
Information Theoryt Vol. IT-13, No. 2, April 1967. 

The probability of error in decoding an optimal convolutional 
code transmitted over a memoryless channel is bounded from above and 
below as a function of the constraint length of the code. For all 
but pathological channels the bounds are asymptotically 
(exponentially) tight for rates above Ro, the computational cutoff 
rate of sequential decoding. As a function of constraint length the 
performance of timal convolutional codes is shown to be superior 
to that of block codes of the same length, the relative improvement 
increasing with rate. The upper bound is obtained for a specific 
probabilistic non-sequential decoding algorithm which is shown to be 
asymptotically optimum for rates above Ro and whose performance 
hears certain similarities to that of sequential decoding 
algorithms . 


Viterbi, A, J., and Odenwalder, J. P., 

Satellites, presented at the NTC '77, December .5-7, 1977. 

This paper is a summary of several important ways in which on 
board signal processing increases the utilization capabilities and 
system flexibility of multiple access coimnunication satellites. 


Ward, W. W. , et al.. The Results of tl»» LES 5 and L ES 6 Exper im ents , 
Technical Note 1970-3, Lincoln Laboratory, 6 February 1970. 

The RFI environment near synchronous orbital altitude in the 
band 255-280 MHz was measured by subsynchronous Lincoln Experimental 
Satellite #5 (LES 5). Similar measurements covering the band 290- 
313 MHz have been made by Station-Kent LES 6. These experiments are 
a joint effort between the MIT Lincoln Lab and/or Aerospace . The 
success of the LES 5 and LES 6 RFI experiments shows that it is 
practical to monitor the level of activity in selected bands of the 
communication spectrum, throughout wide portions of the earth from 
synchronous orbit. This capability may be useful in the management 
of portions of the electromagnetic spectrum where frequency 
allocations are at a premium. 
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Wauer, S., Stato-of-the-Art Sp^'ed Arithmptii' Integrated 

Circuits, Computer Design, July 1978, pp. 67-76. 

Use of bipolar technology to construct arithmetic ICs has 
resulted in devices with increased switching speed and gate density 
and low power dissipation. Future technological advances should 
have an even greater impact thi'ough larger chip diameters and 
sharper pattern fabrication. 


Washburn, C. L. , Westar Operation s as Part j)f the Western Union 
Integrated Transmission System, presented at the AIAA 7th COMSAT 
System Conference in San Diego, 1978, pp. 86-96. 

Most of the common carriers currently offering communications 
services specialize in satellite facilities or terrestrial 
facilities but not both. In selected cases conmiou carriers have 
neither satellite nor terrestrial facilities, lease facilities from 
others and provide communication services on an "added value" basis. 
It is becoming increasingly clear that the broad spectrum of 
communication services required by the user dictates that the common 
carrier have available satellite facilities, terrestrial facilities 
and in addition, local distribution facilities. All three types are 
generally required to provide end-to-end user service. In fact, 
ownership of local distribution facilities is becoming increasingly 
important because of the increasing user cost to lease these 
facilities. This paper covers Western Union's response to these 
requirements with a brief description of its satellite terrestrial 
and local distribution facilities. Also presented is the manner in 
which these facilities have been developed into an integrated 
transmission and switching system for end-to-end service. Some 
specific examples are given of innovative services which have only 
been possible through a full integration of these facilities. 
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Watanabe, T. , et al., Spac e Diversit y Sys tem for TDMA Satellite 
bi_nks, presented at the 4th International DSC Conference, 23-25 
October 1978, pp, 319-326. 

This paper discusses space diversity techniques for overcoming 
deep fades due to precipitation in TDMA satellite links operating at 
frequencies above 10 GHz. Diversity operation with error-free 
switching can be realized by using digital delay circuits to 
equalize diversity path lengths without changing the TDMA terminal. 
Prime and backup logic and the constant number method of BER, which 
has good response to fade variation, are preferrable for diversity 
switchover. A proposed diversity system using a microwave link is 
presented as an example. 


Way Ian, C. J. , Interinodulation D egra dation to PSK Signals in a 
Comm u nication Satellite , presented at the NTC 76, 29 Nov. - 1 Dec. 
1976, pp. 43.5/1-5. 

Advanced satellite designs employing techniques other than the 
traditional FDMA/FDM transponder signalling (e.g., FDMA uplink, 
processing and TDM downlink) offer promise in mitigating 
intermodulation product effects. However, the terminal 
modifications required are likely to be costly and the technology 
for this type of satellite may be a decade or more away. The 
remaining techniques that are effective for UHF tactical military 
satellites are related to satellite construction. 


Webb, P, R. W. , Military Satellite Communications Using Small Earth 
Terminals , IEEE Transactions on Aerospace and Electronic Systems, 
Vol. AES 10, No. 3, May 1974, pp. 306-318. 

Satellite communications technology has reached the stage at 
which it is feasible to develop military tactical communications 
systems using small transportable earth terminals. This paper 
discusses the design considerations involved for a multiple-access 
system with particular reference to the earth terminals. 
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Weber, W. J., Ill, et al., A Bandwidth Compressive Modulation System 
Using Mult i -Amplitude Minimum Shift Keying (MAMSK) , IEEE 
Transactions on Communications, Vol. Com. 26, No, 5, May 1978, pp. 
543-551. 

A bandwidth compressive modem making use of multi-amplitude 
minimum shift keying (MAMSK) has been designed and implemented in a 
laboratory environment at mici'owave frequencies. This system 
achieves a substantial bac.dwidth reduction over binary PSK anti 
operates within 0.5 dB of theoretical performance. A number of 
easily implemented microwave transmitters have lu'e'n designed to 
generate the required set of 16 signals. The receiver has been 
designed to work at 1 Mbps and contains the necessary phase 
tracking, AGC and symbol synchronization loops as well as a lock 
detector, SNR estimator and provisions for differential decoding. 
This paper describes the entire system and presents the experimental 
results . 


Welti, G, R. , and Kwan, R. K. , Comparijion of Signal Processing 
Techniques for Satellite Telephony, presented at the NTC 'll, 
December 5-7, 1977, 

This paper presents some preliminary results of an advanced 
modulation study performed for INTELSAT. This study first 
identified various potential systems based on a system model 
discussed in the paper. Next, the bandwidth and power requirements 
of these systems are determined and the results tabulated. Finally, 
several attractive options which could potentially improve the 
present operational satellite capacity are discussed. 


Werth, A. W, , Recent ^Developments in JIAMA ^s t eiiis , presented at the 
NTC 76, 29 November - 1 December 1976, pp. 2i. 3/1-5. 

The status of INTELSAT' s international system, SPADE, is 
presented and contrasted with currently operating and proposed 
systems particularly with regard to implementation of control 
systems and channeling equipment. Future trends are then briefly 
reviewed . 
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Wheelon, A. D., The Futu r e Outlook for Communication Satellite 
A pplications , 1975 World Teleconununications Forum. 

The next 10 years will be an extraordinarily active and 
revealing period for satellite communications. Two new satellite 
service - aeronautical and maritime - will receive decisive tests of 
economic viability. Broadcast satellites will come into sharp focus 
and probably begin to proliferate. The greatest expansion will 
occur in domestic systems, used for telephone, data and television. 
Their growth w;' 11 oegin to be limited by the orbital arc and 
pressure will develop t* move systems to higher frequencies. 
International service provided by INTELSAT will expand steadily and 
call for both technical and operational developments to keep pace 
with the demand. It will be the second decade of communication 
satellite service and probably its most important from a historical 
viewpoint . 


White, B. E., A Digital Spectral Limiter for Asynchronous Multiple- 
Accesss Satellite Communications , Technical Note 1974-25, DDC AD- 
A000425, Lincoln Laboratory, 8 August 1974. 

A satellite processing concept for automatically power 
balancing the simultaneous accesses of non-cooperative users was 
investigated. Basically, the scheme consists of a forward and 
backward fast Fourier transformation with an intermediate clipping 
operation on spectral magnitudes exceeding an adaptive threshold. 

The clipper is suitable for applications involving many low-cost 
mobile terminals wehre the transmitting terminals need not or cannot 
pre-correct Doppler shifts or fine timing. As a satellite component 
preceding a bandpass hard-limiting transponder, the spectral clipper 
presents an easier alternative to complete in-satellite demodulation 
of the user signals. Computer simulations of ten pseudo randomly 
specified users indicate a significant improvement in the 
performance of the weaker users compared to a hard-limiting 
transponder. Both an orthogonal block code and a convolutional code 
with maximum likelihood decoding were simulated. The spectral- 
clipping scheme would also be effective with PSK modems and in 
strong narrowband interference. Implementations composed of 100 
integrated circuit packages consuming 10 watts of power are 
feasible . 


102 


Wliite, B. E., A Worst Case Crosstalk Comparison -^long^ Several 
Modulation Schemes, lEE Transaction on Communications, Vol. COM-25, 
No. 9, September 1977. 

The effects of worst case crosstalk (from a Lime-domain point 
of view! on unsynchronized frequency division multiplexed CFDM) 
constant envelope modulations are considered assuming coherent hard- 
decision receivers and no filtering for bandwidth constraint. 
Continuous-phase frequency shift keying (FSK) is found to be 
superior to various forms of phase shift keying tPSK) . 


White, B. E., Simulation of a Narrc)w Bandpass-Limited Satellite 
Channel, Technical Note 1976-10, Lincoln Laboratory, 28 July 197b. 

The effects of a bandpass limiting satellite channel, such as a 
B = 25 kHz hard-limiting FLEETSAT channel, on several modulation 
techniques were simulated. The modulations included BPSK and 
various forms of QPSK, including offset QPSK and continuous-phase 
minimum frequency shift keying (MSK) . Coherent match-filter 
receivers and both uplink and downlink noise were assuiuni. For a 
bit error probability of 0.005 and a SNR loss of less than 1 dB 
caused by the non-linearity in the FLEETSAT case, the maximum 
standard data rate R was 19.2 kbps for BPSK bu 32 kbps for offset 
QPSK, MSK, QPSK. Rates of 24 kbps for BPSK and 48 kpbs for offset 
QPSK and MSK were attainable at this same reliability with a SNR 
degradation of about 4 dB and 2.5 dB, respectively. Larger 
degradations are expected at lower error rates. 


White, W. , and Holmes, H. , The^l’uUire of Conmierci al Sate llite 
Telecom munic ati on, DATAMATION, July 1978, pp 94-102. 

The spectrum is beccming crowded, available orbit slots are 
being filied, and yet there seems no end to the demand for more 
satellite telecommunications capacity. New transmission techniques 
may ease the problem. Some of the proposed new techniques are best 
adapted to digital communications, which are made possible by the 
rapid advances in microelectronics and are being adopted 
increasingly for other reasons as well. 
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Witttnayer, W. R. , Array Pr oce ssor Provide s H igh Thro ughp ut Rates, 
Computer Design, March 1978, pp. 93-ToO. 

A low cost, high speed array processor coupled to a 
minicomputer matches the processing throughput and accuracy of 
larger more expensive systems for scientific computations. 


Wolfe, M. G, , Advanced Space Program Studies ~ Overall Executive 
Surara^.iry, ATR-77 l73T9-bl)~l7''MsW-2884, 36““June‘ 19f7.~ 

This document is an overall executive summary of work 
accomplished from 1 September 1976 through 30 June 1977 on seven 
Advanced Space Programs Studies. The objectives of these studies 
were to provide NASA with mulLldisciplined advanced planning studies 
that involved space operations and the associated system elements 
(including man), identification of potential low cost system 
approaches , vehicle design, cost synthesis techniques , technology 
forecasting and opportunities for DoD technology transfer and the 
development of near- , mid- , and far-term space initiatives and 
development plans with emphasis on domestic and military use 
commonality. 


Wozencraft, J. M. , and Kennedy, R. S., Modulation and Demodulation 
for Pro b abilistic Coding, IEEE Transaction on Information Theory, 
Vof. lf-12,'No. 3," July 1966. 

Research in coding theory has resulted in the determination of 
bounds, as a function of the rate of conununication on the 
probability of error, that can be attained over a meraoryless 
transmission facility. These results are reviewed, ;md their 
implication with regard to the evaluation of modulation and 
demodulation systems is discussed. The objective is to describe 
some of the interrelations that affect the performance of a 
communication system used with probabilistic coding. 


Yamaguchi, M., et al., 4 GHz, 8x8 Switching Matrix for SDMA- 
System , pp. 170-172. 

An engineering model of an on-board rearrangeable 8x8 switch 
matrix has been developed using 168 PIN diodes and MIC technique. 
The matrix show,? 14 +1 dB insertion loss and 40 dB isolation over 
the frequency range of 3.7 to 4,2 GHz. 
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Yariv, A., Guided Wav^ Scientific American, January 1979, 

pp. 64-72. 

Progress is reported in the design of devices for manipulating 
laser beams in thin transparent films. The goal is to provide tiny, 
efficient components for communication by light waves. 

I ' 

** w ^ 

Yasuda, H. , et al., 1^.544 Mbits/ s_ Tra of TV Signals by 

Interframe Coding Sy..tem, IEEE Transactions oif Communications , 
October 1976, Vp- "inS-llSO. 

As a powerful tool for economizing on digital transmission of 
video-telephone signals, interframe coding techniques have known 
increasing attention, and various interframe coding schemes have 
been proposed recently. However, many problems remain to be studied 
in establishing technical feasibility for these techniques and 
schemes. This paper reports on field trials in which a 1.544 
Mbits/s digital transmission of video-telephone signals was 
conducted over Nippon Telegraph and Telephone's Public Corporation's 
PCM lOOM digital repeated line between Tokyo and Yokohoma, Japan. 


\eh, Y. S., and Reudink, D. 0., The Orga niza tion and Synchronization 
of a Switche d Spot -Beam Syst em, presented at the 4th international 
DSC Conference, 23-^5 October 1978, pp. 191-196. 

In an attempt to address the difficulties of a spot-beam 
system, a scanning spot beam concept was recently proposed which 
together with several fixed spot beams provides total domestic 
service, while enjoying the full gain advantage of a narrow antenna 
beam. In this paper, the systems aspect of the interconnection of 
many spot beams through a satellite switch using TDMA concepts is 
addressed. 
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